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ENGLISH 


Yore —__—_ MERKE = NOTEZ 


OLD ROW INDICATOR 7 NEW ROW INDICATOS 


* ALTER REUIENANZEIGER y NEVER REIHENANZEIGER 


* ANCIEN INDICATEUR RANGS * NOUVEAU INDICATEGR RANGS 


* No matter which of these Row Indicators your machine has, the 
instructions remain the same. 


* Fur beide Reihenanzeiger gilt die gleiche Anleitung. 


* Les instructions pour les diferents Indicateur rangs restent les memes. 


ANITTI NG This booklet has been divided into 4 basic and 


easy-to-follow STEPS, with all you need to 
know about machine knitting - BUT KNITTING 
WITH 200 NEEDLES INSTEAD OF JUST 2, 


Identification of accessories . oo. . we wee we we ee el ke el UL 
Interesting notesabout yarn. gw ew we kk le le lll lel CUA SG 
Setling up the machine and Pd 2 oe »w oe ee eee ee Soe we | 
Closed edge casttonandcastingoff. . 1. 2 ee ee ew ee ee we ee 625 BF 
Blocking, Cord Knitting, Fringing . . 2 1 wk ke ee ee ee ee «BB - BD 
Tengo GUNG, 6 ook w ee ew oh es oe ee ee ew oe ee oe 6 SUR 
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ACCESSORIES 
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Accessory Case 
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Straight and 7/1 Needle Pusher 
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3/1 and 1/3 Needle Pusher 
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Single and Double Transfer Tool 
single and Triple Transfer Tool 
Double and Triple Transfer Tool 


Latchet | ool 


o spare needles and seaming needle 


Crochet and work hook 


Nylon Cord 


Carriage Lock Plate 


Brush 


Needle Retaining bar Pusher 


Card clamps 


ACCESSORIES 


Sinker Arm Assembiy 
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Oil Bottle Yarn Guide 
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Yarn Brake 


Yarn Brake Rod 


PREPARATION OF YARNS 


Your new knitting machine has been designed ta give you perfect results using a wide range of yarn, ~ 
from cotton thread and light weight yarn, to knitting worsted and even thicker, However, it is best 

to START WITH A STANDARD BABY WEIGHT YARN. Always use the best quality yarn available, 
and remember ,.. Your garment can never be better than the yarn you choose, 


Correct preparation of yarns before you start knitting is important. This extra care will make knitting 
much more enjoyable, easier, and the quality of your garment much better, 


[tis quite Impossible to knit from a hank like this, 
You will have to open it and place jt on your arms 
lor on a skein holder if you have one} to wind it into 
a ball, suitable for machine knitting. 


This hand wound ball of yarn looks good, but it is 
completely unsuitable for machine knitting, 11 will 

roll around and become tangled. You MUST rewind It, 
using the yarn winder, 


It is not suggested that you USE a pull skein of yarn 
with the knitting machine, as it is impossible to knit 
with the outside end of the yarn. Pulling the end of 
yarn from the center fs not recommended, since the 
yarn end does not always draw smoothly and there 

may be knots, 


USEFUL OPTIONAL EXTRA ACCESSORY 


Place the hank on skein holder and wind into OR — you may ask somebady to hold the hank Tor 
a bal! using the yarn winder. you while you wind it into a ball using the yarn winder. 


| am sure you have a few ‘left-over’ balls of yarn lying around at home. PLEASE DO NOT use this yarn 
while learning. Use a fine lightweight yarn, As you become accustomed to machine knitting, you can use 
al’ types of yarn, Meanwhile, ONLY use the recommended yarn, and wind it exactly as explained in the 
instructions on the following page, 


THE AUTOMATIC YARN WINDER 


The yarn winder will wind 
Your yarn speedily and 
perfectly, ready for machine 
knitting. [t saves a great deal 
of tire by winding the yarn 
into a ball in only a few 
seconds. 


USEFUL OPTIONAL EXTRA 
ACCESSORY 


When winding the yarn the first time... hold a wax candle or wax in your hand, and merely allaw 
the yarn to run over the wax white winding. This will smooth the tiny hairs on the yarn and make it ready 


for smooth, easier knitting... also very helpful for automatic patterning, All traces of wax will disappear 
when steaming and blocking the garrnent, 


When you wax the yarn at the same time as you wind, the ball will be small and tight. You CANNOT knit 
from this small, tight ball, You MUST REWIND IT, allowing the yarn to run loosely through your hand, 


Your machine will knit the yarn so quickly and effortlessly, you won't have time to catch knots and snaqs. 
Ifa knot passes through your hand as you wind — STOP, Unknot it If possible, then continue winding. 

If two ends are tied together into a knot, untie it (or cut it) and start anew ball, NEVER leave knots tn- 
side your yarn ball as they may cause errors or dropped stitches as you Knit. It is important Lo the smooth 
running of your machine to have well wound yarn with all knots and snags rernoved, 


lhe yarn winder is also very useful while you are still practising your first swatches, as you are able to un 
ravel and rewind the knitted yarn, Always start unravelling from the last row knitted, When Joining yarns, 
make sure the yarn ends core at the BEGINNING or END of a row, When you see that the ball is al- 
most finished, pull the yarn down from the Yarn Brake and re-thread with a new ball of yarn, 


RIGHT WRONG AN IMPORTANT TEST 


WHEN THE YARN Is PULLED FROM 
THE CENTER OF THE BALL — THE 
THREAD MUST COME OUT FREELY 


WITHOUT LIFTING THE BALL FROM 


THE TABLE, 
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THE WONDERFUL, YET SO SIMPLE LATCH NEEDLE 


HOOK LATCH STEM BUTT SHANK 


| 


Over a century ago, the latch needle was invented in Europe, This invention was so 
wonderful that, to this day, the basic shape of latch needles has remained unchanged 
and machines fitted with these needles are used to produce most of the knitwear on 
sale today, 


HOW STITCHES ARE FORMED 


The movement of the latch needle, in and out of the needle bed while 
knitting, is controlled by the carriage. 


‘ As the needle moves out, the stitch automatically opens the 
latch, 


et The needle moves out further and the stitch slides behind the 
latch, 


3. The yarn is automatically fed on to the hook by the Yarn Feeder - 
preparing for a new stitch, 


4, The needle moves back inside the needle bed and the previous 
stitch slides forward causing the latch to close over the yarn 
inside the haok. 


The latch needle will ONLY drop a stitch if there is NO YARN 
in the needle hook when the needle returns into the needle bed, 


5. The needle is pulled backwards, causing the previous stitch to 
slide on to the needle latch, 


6, When the needle is completely pulled back - the previous stitch 
slides over the closed latch and the yarn forms a new stitch in 
the needle haok, 


As this cycle of movements is repeated, stitches are formed and 
when the carriage moves acrass the needle bed 200 needles form 
as many stitches in the manner explained above, 


THE MAIN PARTS OF THE MACHINE 


NEEDLE BED 


Rear Cover Plate 

Side Covers 

Carriage Guide Rail 

Needle Bed 

Needle Retaining Bar 

Yarn Clip (lett & right) 

Needle Nurnber Plate 

sinker Gate and Sinker Gate pins 
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CARRIAGE PARTS 


LEFT side Pattern Mermory 
Row Counter Tripper 


Tension Dial 
Carriage Handle 


RIGHT side Pattern Memory 
Side Levers (lett & right) 

Cam Lever 

Front levers Geft & rig ht) 
Brush Wheels (left & right) 
Weaving Guides (left & right} 
Sinker Arm Assembly 

Thumb Screws to fasten sinker Arm 
Assambly on to the carriage. 
13. Arm Levers (left & right) 

14... koek Sofing ef Yarn Feeder, 
15, Yarn Feeder 

16. Sinker Arm Plate 
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PATTERN PANEL 


Card Slit 
Touch Levers 
Row Indicator 
Card release 
Feeding Dial 
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UNPACKING THE MACHINE 
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4. Place the cover to rear of mach 
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UNPACKING THE MACHINE 
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Remove the cardboard Needle Protector fram the Sinker Gate of the machine, 


SETTING UP THE MACHINE 


Take the two Table Clamps from inside the 
Accessory Case, 


Turn screws A and B until they are wide open, 


La 
Tee 


As Raise the front of the machine; insert the 
heads of the screws into the keyhole slots, 


Pull the heads of the screws upwards and 
fasten tightly, 


Witbiipipa nat 


da Fasten the machine to the table by tighten- 
ing the Table Clarnp screws as shawn by 


the arrow, 


The position of the machine will be slightly 
tilted to the rear when properly clamped 
on the table, 


SETTING UP THE MACHINE 


TO PROTECT THE MACHINE WHILE IN 
TRANSIT OR WHILE IT IS NOT BEING 
USED, THE CARRIAGE IS SECURED AT 
THE LEFT HAND SIDE OF THE NEEDLE 
BED BY MEANS OF A LOCK PLATE, 


To free carriage - turn both white thumb 
screws until they are loose, 


Set LEFT side Front Lever to Il. 

Remove the Lock Plate by pulling it towards 
you, away from the carriage and off the 
needle bed, Keep it in the Accessory Case, 
Set LEFT side Front Lever to |. 


NOTE: Whenever the machine is not in use, 
be sure to replace the Lock Plate to 
fasten the carriage to the needle bed, 


Raise the handle until it snags into a locked 
Vertical position, 


When machine is not in use, snap handle back 
down Tlat. 
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THE AUTOMATIC ROW COUNTER 
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On the LEFT and RIGHT sides of the Pattern Panel are two sets of studs. You may place the Row Counter 
an either of these sets, But the Row Counter is placed on the RIGHT hand set of studs when you unpack 
the machine, Leave it there, 


The Row Counter is automatically operated by the Row Counter Tripper at the center rear of the carriage. 
Each time the carriage moves past the Row Counter it will register one more row of knitting. 


Later if you need the Row Counter on the LEFT 
side of the machine, push It towards you and 

lift tt off the studs, 

At the LEFT, place it with the two keyholes on 
the underside, on top of the two studs, Push it 
down and back, this will lock the Row Counter 
in position, 


To put the Row Counter Tripper into operation, 
pull it uowards and point it towards the back, 


You can reset your Row Counter to zero by turning 
the thumb screws A, 6, C. 
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ATTACH THE SINKER ARM ASSEMBLY 


Remove the Sinker Arm Assernbly from the cover, 


Release the Retaining Spring A by pushing it down 
on either side of the clip, then pull it forward and 
Wowards, 


To release the Sinker Arm Assembly rove ita 
little backwards and then lift it up, 


Turn the Sinker Arm Assembly so that the Brush 
Wheels are underneath. 


Slide the Sinker Arm Assembly UNDER the 
two thumb screws and push it back as far as 
it will go, 


Tighten the thumb screws by turning them ina 
clockwise direction so that the Sinker Arm is 
tirmly attached to the front of the carriage. 


ALWAYS SECURE THE SINKER ARM 
FIRMLY ON TO THE CARRIAGE PLATE, 
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THE DIFFERENT NEEDLE POSITIONS 
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Your machine has 200 needles; they are numbered from the center 0 to the LEFT and RIGHT in groups 
of 10, 100 needles on each side of the center. 


On both the L.EFT and RIGHT side of the needle 
bed you will see markings A, B, C and D. These are 
the various needle positions used during knitting. 


A-  non-knitting position, 
B- plain knitting and Stitch Patterns. 
C- for end needle when Front Lever to I. 


D- holding position for partial knitting - 
Front Levers MUST be set to I, 


The movement of the needles between B - C and D 
position for special pattern effects is controlled 
fully automatically by the pattern memory of the 
carriage, so no need to worry about this, the general 
purpose is as above, 


Move the carriage to the extreme LEFT of the 
machine, completely clear of ALL needles, 
lake sure that all needics are in A position. If 
Rae CUD ADAAALS some are not, take the straight edge Needle 
Sane Guinn DER IND RW E RE nED SRPOR EAB OR DATES a Pusher from the Accessory Case and push them 
eeed AA PES Hace. 
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Slide the carriage across the needle bed to the RIGHT to ensure it rmoves smoothly and easily. 
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SETTING UP THE MACHINE 


The position of the Pattern Panel is neutral. The card release is set to @ . 


THE CAM LEVER 


This little lever will enable you to dial the kind of 
Stitch pattern you wish to knit. 

T — for Tuck Stitch patterns, 

S — for Slip Stitch patterns. 

0 — for Weaving patterns, 

L — for AUTOMATIC Lace patterns. 

F — for AUTOMATIC Fair Isle patterns, 


! The Cam Lever is set to center 0 unless stated 
Co es ES otherwise. 
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The positions on the carriage are: 
1. Side Levers to FRONT. 
2, Front Levers to |. 
3, Cam Lever to center (, 
4. Arm Lever toV 
Move the carriage to the LEFT, 


If the carriage does not move smoothly across 
the needic bed, check if the Sinker Arm 
Assembly is secured properly on to the carriage, 


The top of the Accessory Case can be used asa 
tray for your accessories during Knitting. 


At the far RIGHT side of the rear cover is another 
stud, allow it to pass through the keyhole 

slot of the tray. To secure the tray, slide it to the 
oa 
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SETTING UP THE MACHINE 


The carriage is at the LEFT. Using the straight edge 
Needle Pusher, bring 20 needles on EACH side of 
center from A to D position, this means 40 needles 
completely lowards the front of the needle bed, 


The more needles you push up to D position — 
athe wider your knitting wil! be. 


Set the RIGHT side Front Lever to Il, 
This means flat against the carriage front. 


This will move the needles fram D pasition 
back to B position when maving the carriage 
over the needles towards the RIGHT, 


Move the carriage towards the RIGHT — PAST 
the needles in working position, let it rest when 
the LEFT side Sinker Arm plate has past the 
Jast ncedic in B position at the RIGHT, The 
needles moved back to B position because 
the RIGHT side Front Lever had been set to 
Set the RIGHT side Front Lever to |. 
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IMPORTANT POINTS TO REMEMBER: 


> NEVER stop the carriage in the middle of a row, 


NEVER REVERSE the movement of the carriage IN THE MIDDLE 
of a row, or while it is still in contact with needles in B position, 


on ALWAYS move the carriage past ALL needles in working pasition and let it rest 
when the Sinker Arm plate has past the needles in working - “kKnitting’ - position, 


Practice until you can slide the carriage smoothly back and forth across the needles, Be sure, each time 
that the Sinker Arr plate has past the needles in Knitting position before reversing the direction, 
Leave the carriage at the RIGHT side of the machine, 
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SETTING UP THE YARN BRAKE 
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At each side of Carrying Handle you can see 
asocket marked ‘A’. 


Insert bent short end of Yarn Brake Road 'B’ 
into socket ‘A’ at the right side of the 
Handle ensuring that Yarn Brake Rod slants 
in an angle to the back, 
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The Yarn Brake is retained by the same spring A Lhrough the Sinker Arm Assembly, Remove 
the Yarn Brake from the cover. 


SETTING UP THE YARN BRAKE 


Turn the two Takeup Springs upwards 
as shown by the arrow until they snap 
into position, 


Place the Yarn Brake on to the Rod with 
the Take-up Springs at rear of the machine, 


Take the Yarn Guide fram the Accessory Case 
and clip it half way up the Yarn Brake Rod, The 
wire with the two guides must point towards the 
back, 
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THREADING THE MACHINE 
YOU CANNOT KNIT IF YOU DO NOT THREAD EXACTLY AS SHOWN IN DIAGRAM, 


1. Pull the yarn end out of the CENTER 
of the ball and thread it through (1) 
as shown, ; 


2, Pull the yarn through the Yarn Brake 


Place the yarn BETWEEN the two discs 
on the Yarn Brake pulling until you 
hear it click UNDER the pin, 


THE LOCK PIN ENSURES THE 
YARN ALWAYS REMAINS BETWEEN 
THE DISCS DURING KNITTING, 


Turn the plastic knob N until 3 is at the 
red arrow on the disc, 


VERY IMPORTANT! 


lf the yarn is NOT placed BETWEEN 
the discs D and UNDER the pin P, yau 
will have dropped stitches or lose loons 
at the edges of your knitting. 


Thread the yarn through the Guide and 
Take-up Springs as shown at (3), {4} 
and (5). Pull the yarn DOWN from (5) 
and hold it down. 


See Tension Guide Table on Page 30 
for correct Yarn Grake setting for all 
yarn types. 


THE YARN FEEDER 


You are now ready to thread the yarn through the Yarn Feeder 1, Be sure to follow the steps exactly 
as illustrated, 


The yarn is ALWAYS threaded through Yarn Feeder 1, 
Feeder 2? is ONLY used when knitting Lace or 
Fair |[sle patterns, 


With BOTH hands hold the yarn as illustrated, 
Bring the thread THROUGH the front opening of the 
Yarn Feeder. 


Pull the thread UNDER the Feeder lock spring as 
shown by the arrow, 


UNDERNEATH the Sinker Arm, pull the thread 
towards the RIGHT, the thread wall slice BEHIND 
ihe separaling plate inside the Yarn Feeder, 


Here you can see the yarn correctly threaded In 
Yarn Feeder 1, 


Pull more yarn down and fasten the end on to the 
RIGHT side Table Clamp, 
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THE YARN TENSION 


Pull the yarn down at the back of the Yarn Brake (as shown by the arrow), until all slack yarn has been 
taken up, 


This will bring the Take-up Spring Inlo a nearly horizontal! position, There should NEVER be SLACK 
yarn BETWEEN the Table Clamp and the Yarn Brake, 


When casting on, and while knitting, there should NEVER be any slack yarn BETWEEN the KNITTING 
and the Yarn Feeder. Be careful and you will avoid difficulties, 


NOTE: Ifyou knit with slack yarn, it will result in big loops or dropped stitches at the sides of your 
knitting, 


YOU ARE NOW READY TO MAKE THE CAST-ON AND START KNITTING. - 


4. 


START CAST—ON 


We will start knitting with an open edge cast-on. An open edge cast-on means an unfinished 
edge, therefore, 17 you pull on the knitting the stitches will run, 


But don’t worry - later in the book you will learn how 


THIS Is HOW YOUR CAST—ON SHOULD LOOK — ALL THE 


NEEDLES HAVE THE SAME SIZE LOOPS. 


If your cast-on row looks like the above diagram, then you did NOT 
pull down enough slack yarn. 


95: 


to make a closed edoe cast-on, 


In the center of the carriage is the Stitch Ten- 
sion Dial - numbered from Q to 10 with points 
between the numbers, The Tension Dial gives yo 
you 30 different stitch sizes enabling you to 
Knit nearly every type of yarn, 


i. Turn the Tension Dial so that 7 Is at the 
center Trant red triangle. 

2, side Levers to FRONT, 

3. Cam Lever to center 0. 

4. Front Levers to |. 

5 Arm Levers to VY . 

Now slide the carriage SLOWLY tram RIGHT 

to LEFT until the center of the Yarn Feeder 

is on top af the LAST needles in Knitting 

position, 


Pull down 4 little yarn from the Take-up 
Spring as shown, so that you have some slack 
yarn on tog of the carriage, 

Conlinue moving the carriage to the LEFT, 
allawing It to use up the slack yarn, until 

the Sinker Arm plate is PAST the needles in 
Knitting position, release the yarn, 


WRONG 


a3 


YOU ARE NOW MACHINE KNITTING 


REMEDY for WRONG cast-on - 
pull down some slack yarn 


from the Take-up Spring with your 
left hand and hold it down, while 
with your right thumb, starting with 
the first small loop AT THE RIGHT 
push back, ONE by ONE the last 
few needles until ALL NEEDLES are 
ina line and have the SAME SIZE 
LOOPS. 

The carriage is at the LEFT. 
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Pull dawn any slack yarn from BEHIND the Yarn Brake (Page 21). 

In your accessory case you will find a Nylon Cord, Open it and 

lay the center of this Card across the yarn loops BETWEEN the 
needle hooks and the Sinker Gate pins. Hold BOTH ends TOGETHER 
and PULL FIRMLY DOWN so that the Nylon Cord comes BELOW 
the bottom level of the needle hooks. 


As you can seein the diagram, the Nylon Cord MUST pass AROUND 
the LAST Sinker Gate pin on each side of the cast-on. 

STILL PULLING THE NYLON CORD FIRMLY DOWN, move the 
carriage from LEFT to RIGHT until the Sinker Arm is past the 
needles in knitting position at the RIGHT. 


In case you do NOT pull the Nylon Cord FIRMLY DOWN .- the Nylon 
Cord will catch inside the needle hooks when moving the carriage across 
and you will have to cast-on again. 
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Move the carriage from FIGHT to LEFT and back, 4 rows (including cast-on| aré knitted and the 
carriage is at the RIGHT side of the knitting. Let go the Nylon Cord, pull it OUT of the cast-on 
sowards the RIGHT. Be sure you NEVER have knots in the Nylon Card, otherwise you will NOT 
be able to pull it out of the knitting, 
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YOU ARE NOW MACHINE KNITTING 


IF YOU HAVE HAD ANY CIFFICULTY IN KNITTING THE FIRST 4 ROWS, CHECK TO SEE IF - 


1. The carriage ALWAYS passes ALL the needles in KNITTING position before returning to knit the 
next row, 

?. The yarn is suitable for your Tension setting. 

3, The yarn is threaded correctly. 

4. The yarn is properly wound inte a ball suitable for machine knitting. 


Knit 20 or 30 more rows, This is the best way to get the right rhythm for knitting on your new machine 


and to gain contidence, 
REMEMBER to ALWAYS move the carriage out of the needles in knitting position before changing 


the direction for the next row, 
BUT - moving the carriage TOO FAR beyond the knitting results in loose yarn tension, and the yarn 


will tangle around the brushes below the Sinker Arm, In this case the carriage will jar or the yarn 
will break. 


HOW TO REMOVE THE KNITTING WITHOUT 
CASTING OR BINDING OFF: 


Remove the yarn from Yarn Feeder 1. 


Hold the yarn AWAY and BELOW 
the carriage with your left hand, 
and with the right hand move the 
carriage TIRST to the RIGHT to 
release the yarn from the SINKER 
ARM, and... 


to the LEFT across the needles in 
Knitting position, The knitting 
automatically comes away from 
the needles because there was NO 
yarn in the Yarn Feeder. 


— pe Late eee a ae = The knitting will have an open 
oe ee Bs ——— edge, Later you will learn to 
a gy cast or bind-oft. 


YOU HAVE NOW COMPLETED 
THE MOST IMPORTANT PART 
OF THE PLAST STEP UN 
KNITTING, 


ta go back ta the beginning and start again. 
the FIRST section two or three more times, 


If you are not sure of all points, it is well weorlhwhiie 


So, DO NOT hurry lo the next page. Rather go through 


And if you encounter any problems, just look in the General Index for the correct answer, 
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THE AUTOMATIC CLOSED EDGE CAST—ON 


There are TWO different methods to make a 
: closed edge cast-on — one js automatic and 
ca one is made by hand, 


| i 


Card release is set to @ . 


The carriage settings are: 

1. Tension Dial to ?. 

Side Levers ta FRONT, 
Cam Lever to center © 
RIGHT Front Lever |. 


Om BON 


Arm Levers to VY. 


Using the straight edge Needle Pusher bring 
22 needles at the LEFT and 21 needles at the 
RIGH | of center fram A ta D sasition, 

You have 44 needles in D position altogether. 


otart with the SECOND neecle fram the RIGHT 
and push every SECOND needle back fram O 
to A. position, using the 1/1 side of the Needle 
Pusher, 
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Thread the yarn through Feeder |, knit 1 row to the LEFT. Every SECOND needle has a loop of yarn 
and the needles are knitted to B posilion. 
Lay tne Nylon Cord across tt 


ull a FIRMLY DOWN, Set LEFT Front Laver to f. 


still pulling the Nylon Cord down - with the 
straight edge Needle Pusher bring the rest of 
the 43 needles up frorn A to B position, 
This rneans in the sare line as the needles 
with the loons, 

Knit 4 rows, Pull the Nylon Cord out of the 
knitting. 

Knit another 117 rows. Leaye the carriage on 
the RIGHT side of the knitting, 

With your first row you have knitted the 
AUTOMATIC clased edge caston, 


THE CLOSED EDGE CAST—ON BY HAND 


It js slower than the AUTOMATIC cast-on but gives a firmer edge, As it is often used, it is well worth 


learning. Set up tne Pattern Panel and carriage the same as shown for the automatic cast-on at the top 
of the previous page. 


Using the straight edge Needle Pusher, bring 40 center needles into D position, 
The carriage is at RIGHT, 


Make sure the LEFT Front Lever ts set to Il. 
Thread the yarn through Yarn Brake and Yarn 
Feeder, Pull sufficient yarn from BELOW the 
Yarn Feeder ta tie a loose knot around the LAST 
needle at the LEFT side in D position, 


IMPORTANT: ALWAYS start by winding the 

yarn around the needles frorn 
» the OPPOSITE side of the 
a. carriage. 


Wind the yarn LOOSELY around the needlés in 

D position as snown by direction of arrow, 

As you wind a loop around a needle push it BACK 
against the Sinker Gate BEHIND the needle latch. 


NOTE: When starting at LEFT, wind the yarn 
as shown, 
When starting at RIGHT (carriage at 
LEFT) wind the yarn clockwise. 


All needtes have a loop. 

With your left hand hold the thread upwards on 
lop of the Feeder, and with your right hand 
move the carriage to the LEFT - UNTIL the FIRST 
needias are knitted, Release the yarn and cantinuc 
knitting ta ihe LEFT, past the needles in knitting 
nosition, The needles are moved back to B position, 


By holding up the yarn when starving the 7irst 
row - you will avoid the thread tangling around 
the brush wheels. 


Set LEFT Front Lever to | and continue 
knitting, 


Usually you will knit several rows of waste yarn 
before you make the cast-on for a garment, as 
this will make the pinning out of the fabric 
much easier. . 

After the cagt-on using waste yarn, still bring 
the needles to D pasition and proceed as 

above, 
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CASTING OR BINDING OFF WITH BIG LOOPS 


This method of binding or casting off is ONLY suitable when using a thin to medium yarn as the last row 
is knitted at a MUCH LOOSER Tension than the rest of the knitting. 


Only bind or cast-off this way when your main Tension is 7 or less, Also, you can only cast-off or bind-oft 
this way when you CAST-OFF A COMPLETE ROW AT A TIME, 
Another method will be shown later in the book. 


Your carriage is at the LEFT. Set the Tension Dial to 10 and knit one row, 


Break the yarn at the top of the carriage, Pull the yarn end DOWN and OUT of the Yarn Feeder. 
Always start casting off on the side of the needie bed opposite the carriage. 
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1. Insert the Lalchet Tool in the FIAST stitch at the LEFT and litt it trom its needie. 
Push the Latchet Too! forward and Jet the stitch slide BEHIND the latch, 


2, With your forefinger hold the latch DOWN, 
$3 123456 7 


2 Remove the SECOND stitch from its needle, keep it IN the hook, 


4, Lift up your forefinger and pull the Latchet Tool backwards, Lhe FIRST stitch will slide over the 
closed latch and the SECOND stitch will be pulled through the FIRST. 
Let the second stitch slide BEHIND the latch anel hold the latch DOWN, 
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Lift the THIRD stitch frorn its needle and pull it through the SECOND stitch. 


Continue this way until the casting off of the whole row is completed. 


When you have the last joop in the Latchet Tool 
null the rest of the yarn through the loap to 
bind-off the knitting completely, 


NOTE: You can start casting or binding off from the 
RIGHT. but then you knit the last row with 
Tension 10 from RIGHT] ta LEFT anda start 
binding off with the FIRST stitch on the 
RIGHT. 
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HOW TO JOIN YARN WHILE KNITTING 


It is very easy to join anew ball of yarn in the middie of apiece, 1o practice, make an open edge cast- 
on over 40 needles and knit several rows; finish with the carriage at the RIGHT. 


1, Break the yarn below the Yarn Brake, 

. Pull the yarn to the front and down below the Yarn Feeder, 

Thread the end of the ‘new’ ball through the Yarn Brake and Yarn Feeder, Tic the end around the 
HIGHT side Table Clamp. 

4. Continue knitting. 
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KNITTING STRIPES 


1, Wax and wind another ball of yarn (second color) for use with the machine. 

2, Remove color 1 fram the Yarn Feeder and hang it around the RIGHT side Yarn Cl Ip. 

3, Thread color 2 through the LEF1 side of the Yarn Brake and Take-up Spring, 

4, Pull the yarn inside the Yarn Feeder and fasten the end on to the RIGHT side Table Clamp. 
Knit 4 rows with color 2, 

2. Remove color 2 fror the Yarn Feeder and exchange with color 1 held round Yarn Clip at RIGHT, 
Thread color 1 through the Yarn Feerer, Color 2 is held by the Yarn Clip at RIGHT, 

6. For practice, alternate colors three more times, 


NOTE: When knitting stripes it is recammended to use same type and welght of yarn for all colors, 


BLOCKING OR STEAMING A FABRIC 


Lay the knitting on the ironing board - right side down - 
and WITHOUT STRETCHING, pin it out to the correct 
size Using one pin every half inch, (1 erp). 


Lay a damp or wet cloth on top of the knitting, 
Hold the hot iron just above the press cloth and Iet 
the hot steam penetrate into the knitting. 


Remove the cloth and let the knitting cool and dry. 
Remove the pins, 

Careful steaming helps ta give your garment that look of 
oorfection, 
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CIRCULAR CORD KNITTING 


THIS IS A VERY USEFUL TRIMMING FOR MANY NECKLINES. 


IT HAS MANY OTHER USES AND IS VERY EASY TO KNIT, 


Carriage is at the RIGHT side of the machine, 
Card release is set to @. 


The Carriage setlings are: 


_ Tension Dial at 5, 

_ RIGHT Side Lever to FRONT. 
LEFT Side Lever tao BACK. 

. Cain Lever to 5, 

RIGHT Front Lever to |. 

. LEFT Front Lever to Il, 

. Arm Levers to Vv. 
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Bring 4 center needles from A to D pasition, 
Thread yarn and make a knot around the 
last needle in D position at LEFT, 

Wind yarn around the 3 other needles, 

Pull down any slack yarn from behind the 
Yarn Brake, 

Knit 1 row towards the LEFT. The needles 
have been knitted to B position. 


Move the carriage to the RIGHT past the 4 
needles and the thread ts in front of the Sinker 
Gate, This is correct, 

Continue. knitting - always pulling lightly on 
the cord at the same time. 


HOW TO MAKE FRINGES 


Take 4 or more threads, depending on the thickness of fringe you prefer, and cut them about 10 inches 
(25 em) or longer according to taste. 


Make your fringe as shown in diagrarns 1 to 3, placing tne threads as clase together as you wish, 
Trim the edges, 
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TENSION AND STITCH SIZES 


JUST AS IN HAND KNITTING, IT IS IMPORTANT TO HAVE THE RIGHT STITCH SIZE 
FOR THE YARN THAT YOU USE. BECAUSE OF THE 30 STITCH SIZES ON YOUR 
MACHINE, YOU WILL FIND THAT YOU ARE ABLE TO USE ALMOST ALL OF THE 
POPULAR HAND KNITTING YARNS. 


In the CENTER of the carriage is the Stitch Tension Dial, 
With the Tension Dial you can choose the size of stitch 
suitable Tor your yarn, 

Between the numbers you can see two little dots - - 

these are also Tensions - this means that you can select 
from SO different Tension sizes to find the most suit 
able for nearly any type of yarn you wish to knit, 


You will see that mast Stitch Patterns look far better when knitted with the correct Stitch Size. 
lt is quite impossible for me to tell you here which is the best Tension for your yarns since there are too 
many different types. The following is a general Guide, 


Yarn Type Yarn Brake Tension Dial 
Lightweight 4A—5 1—4 
Medium 3 5—8 
Heavy 1-7? G—10 


It is very easy to find out for yourself which of the 30 settings is the best for you to use, 
To makea Test swatch; make an open edge cast-on over 60 needles and knit a few rows on Tension 10. 
If you aré using a lightweight yarn, you will find the stitches are much TOO LOOSE, 


Set the Tension to 9 and knit a few rows. Repeat setting the Tension to a smaller size and knitting a few 
rows until you find a suitable Tension for the yarn you are using, and for the garment you are making. 


Remember that a sweater is usually knitted at a Tension one or even two points LOOSER than you would 
use Tor a skirt. The reason is that a sweater is comfortable when it has more stretch, but 4 skirt will 
stretch out of shape unless the Tension is alittle TIGHTER. 


When the Tension Dial is set ta 0 - 
the TIGHTEST Tension is obtained 
(smallest stitch}, 


When the Tension Dial is set to 10- 
the LOOSEST Tension is obtained 
(largest stitch). 


ey 


IF YOUR TENSION IS TOG TIGHT — — it will be difficult, or even impossible ta knit and you will use 
more yarn, thus wasting money and your knitwear will be 
hard and uncomfortable to wear. 


IF YOUR TENSION IS TOO LOOSE — your knitted garment will either have no shape or will very soon 
lose its shape, 


INCORRECT TENSION SETTING CAUSES 


1, JAMMING OF THE CARRIAGE 4, FAULTY PATTERNS 

2, VERY HARD KNITTING 5 DROPPED ST TCHES 

3. WASTAGE OF YARN IF THE 6 SHAPELESS GARMENT IF THE 
TENSION |S TOO TIGHT TENSION 1S TGO LOOSE 


HOW TO MEASURE A TENSION SWATCH 


To make sure your garments will fit perfectly, it is always necessary to make a Tension Swatch, You must 
first test to see which Tension number is suitable for the yarn, as described on the previous page. 


With your chasen Stitch Size, make an open edge cast-on over GO needles and knit 60 rows, Remove the 
knitting from the machine. 


Pull the swatch slightly 19 the lengthwise direction to enable the stitches to close up slightly, 
Leave the swatch for at Jeast an hour, Then pin the swatch on to an traning board, rightside up. 


In this swatch we count: 31 stitches to 10 cm — 4 inches. 
43 rows to 10cm — 4 inches. 
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GRAFTING 


Quick and easy to do and it js used for sewing together almost any type of open edge knitting, 


After a little practice you will graft stitches together so well that you cannot afterwards see where your 
knitwear has been joined, 


SEWING UP HEMS 


OPEN STITCHES CLOSE STITCHES 
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After steaming the fabric, unravel the waste yarn rola up the required length of ham, | ake care 
and fold up the required length. Catch down the to jain the hem to the same row of knitting, 
open stitches using a thread. of knitting yarn. otherwise your hem will nat be straight. 
Take care to join the hem to che same row of 


knitting otherwise the hern will not be straight, 


a 
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THE MATTRESS STITCH 


_ The red stitches at the edges of the drawing are the slilches used for the searn, 

. Thread a tapestry needle with knitting yarn, 

_ Take the bars of the first 2 rows on the side of the end slitch ana pull through, second diagram. 
Take the bars of 2 rows next to the end stitch of the second piece, as shown in thire diagram, 


SONS 


5. Continue taking 2 bars next to the end stitch allernatively 2 or 3 times. 
6. Hold the tabric at the wrong side by the seam and pull the sewing thread tight, this will ciose up ihe 
stitches and leave an invisible seam at the right side. 


THE BACKSTITCH 


— 


Thread tapestry needle with main yarn and, starling at seam cage, bring the neeale Upwards through 
second stitch, 

Insert needie from top into first slitch and through knitting and fring us through third stitch. 
Insert fram top through second stitch, through knitting and ue through fourth stitch, 

Repeat this backstitch for practice. 
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HOW TO MAKE A CORD 


Cut threads, usually 6 - 8, about 3 times longer than the final length of cord required, 

Hold them together and make a knot on each end, Place one end over a hook, and a pencil through the 
other end. 

Hold taut and twist the perci! in one direction, until the cord ts vary tight and starts to twist over itself, 
Then pull it straight, Hold tirrriy and now fold the cord in half. The cord will now twist itselt, 

Wake a knot about 2 inches (5 cm} from each end. Cut open the threads at both ends to make a tassel, 


|, Cut 2 circles of cardboard ta the size you wish the pom pon to be, Make a hole tn the center of each 
niece of cardboard about 4 inch across, Pul ther? both together, 

2. Thread 4 tapestry needle using yarn for pom pon, Sew around both cardboards tightly until the center 1s 
com cletely full and you are nol able to put the needle through anymore, 

3. Cut the threads around the outside of the circle, Separate the circles SLIGHTLY, 

4, Take a thread aoout 14 inches long and wind il tightly, 2 or 3 limes, around the center of the threads 
between the cardboard discs, Tie with a double knot, 


Greak the cartlboard discs to remove them from the yarn, The porn pon is ready. The loose ends of thread 
aru Used to sew the pom pon on to the garment or cord, 


I? you wish Lhe pom pdn to Fave several! colors, just change the color of the thread inside the tapestry needle. 


FINISHING METHODS 


More methods of finishing your garments, ws ctet : 
Insteact of the Mattress Stitch, you can join the sears cither by crocheting or backstitching the two pieces 
together, 


Aan 


NITTING 


Making a Hers ¢ 3 @ @ & & Be * 4 wwe we eM ele Swe we e « SRS 


Piest Hem. . . « aa &€ # € 2 8 & Bee Ree Be SH Bm ES 39 


! 
foe 


Siample Innressingand Gecressing « 4. . . « = 2 € ee S ww ew Be AE 


4 
cn 
ha 


PIGS NR SERBS... we ae wh we we ee we eee ee ee eh Se EEO 
Fully Fashioned |nereasingand Deoreasing .. . - . = & = 8 # ww € 4 Xs BS 55 
Shapitg & SEBO IN Cla RMI. we a we we oe Oe CBE 5S 
Saanine a Woreck inc Sich Patiers « « w& © KR © 8 eg * = oe % 2 = BY 
Si fer 2ip Reeser i. = « # & & Sow w# R © RS YS Bw & & H « 5d 
Round necktine (Method 1} in plain Knitting and Stitch Patlerns . . . 4. | , 80-82 


Round neckline (Method 2) in plain knitting and Stitch Patterns . 2. 2 2... 68-66 


oH 

| 
i} 

Cop 


PROCRAE TA In BAHT. 2 a we ee Oe es ee OH UE UE OE OS 
Porkerain Sitch PaUeris . « 2 6 wwe ee © # ww deg ak, ue es a! @ 69 
Dera it HAIR BARING ane Ste PaRIBIS ac we we we ee ee eee eee 
S NMetheds: tor shotiter sHApIRES « = ~@ =~ ¥ «© « % & tH oy . Fz 
CUISRHGIEe oo an ew se ee el ae EER ERS wR Se Ee eee OR 


Hints Py 1 . & 1 s . = > 2 . . 7 a cy . * = a 1 a a a a . 4 . BO 


KNITTING A HEM 


When knitting ahem always start by knitting the first few rows using waste yarn, By waste yarn, | mean any 
lightweight yarn other than that being used for the garment, 


When knitting hems or welts, the waste yarn is removed after closing the hem, 


Thread your machine with waste yarn and make an open edge cast-on over 40 needles. Knit several rows; 
finishing with the carriage at the LEFT. 


Break the waste yarn above the carriage and pull the end downwards out of the Yarn Feeder. Remove the 
waste yarn Tram the Yarn Brake, 
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Card ralcase is set to @. 


Carriage settings are: 

Set Tansion Dial to 9, 
Side Levers to FRONT, 
Cam Lever to center 0, 
Front Lever to |. 

Arm Levers to V. 
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Take the Nylon Cord and feed it DIRECTLY into 
oo eee the Yarn Feeder, allawing 2 or 3 inches (8 em] to 
Tk il hang down below the carriage. 


Allow the Nylon Cord to hang over your thumb 

as shown, and hold it lightly between thumb and 
forefinger, Knit 1 row towards the RIGHT. While 
moving the carriage - let the Nylon Cord slide 
smoothly through your fingers as the carriage needs 
it to make the stitches, 


Pull the remaining iength of Nylon Cord down 
and out of the Yarn Feeder and let it hang 
down fram the side af the knitting. 


The Nylon Cord is knitted in to separate the 
following hem from the waste yarn, 
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KNITTING A HEM 


The hem is usually knitted with a smaller Tension 
size than the rest of the garment, This gives more 
elasticity so it cannot stretch out of shape, 


The carriage is at the RIGHT. 

Thread the main yarn through the Yarn Brake and 
Yarn Feeder and fasten the end on to the RIGHT 
hand Table Clamp, Pull down any slack yarn Tram 
behind the Yarn Brake, 


Set the Row Counter to OOO, 


Knit 1 rowoawvith Tension 7 - Row Counter reads 1, 


et Ne SL SL SL WL 
i i  G « in OG ‘i Knit 7 rows with Tension 5- Row Counter reads &, 
fatetatatats tg t Knit 1 row with Tension 7 - Row Counter reads 9. 
patetatetetate Knit & rows with Tension 5- Row Counter reads 17, 
fatgtgtetatgiat Set Tension back to 7. . 
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1, With the brush, open the latches, Fold the hem at the center and hold the first row knitted with main 
yarn over your foretinacr, 


Sliv the Transfer Tool UNDER the FIRST LOOP [rom the RIGHT, of the FIRST row knitted AFTER the 
Nylon Cord, Hook the Transfer Tool into the FIRST needle from RIGHT. Raise the Transter Tool and 
let the loou slide DOWN into the needle hook, This needle now has TWO loops, 


2. Lift into the needle hcoks ALL loops of the FIRST row knitted after the Nylon Cord, When this is com- 
wleted, each needle in B position will have two loops except for the last one at the LEFT. 


After a little practice you will be able to lift up 2 or 3 loaps at a time using the double or triple 7 ranster 
Tool, 
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KNITTING A HEM 
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Pull all working needles back into B pasition and knit several rows, 


Hold the knitting with your LEFT hand and pull the Nylon Cord out to the RIGHT, The first rows knitted 
with waste yarn will fall away from the knitting, leaving a perfect hem, 


NOTE: When you are knitting with heavy yarn and your hem has been lifted, it is easier to close if you 
use this procedure; hold the knitting against the machine and with the straight edge Needle Pusher 
bring the needles from B lo D position, 

When the carriage is at the RIGHT, sel LEFT Front Lever to II. 
When the carriage is at lhe LEFT, set RIGHT Front Lever to Il, and continue knitting, 


TRANSFERRING STITCHES WITH THE TRANSFER TOOL 


3 
The Transfer Tool has many uses but is mainly used tor 
transferring stitches, increasing and decreasing and jor 
fangey pattern making. 
Place the eye of the Transfer Tool on to the needle hook, 
Pull the neecle towards you from 6 to LD pasiticn, 

Ki 


Push the needle back to A position, causing the stitch to 
slide over the needle latch on to the Transfer Tool. Lift 
the Transfer Tool out of the needle hook, 


Place the Transfer Tool in the hook of the adjacent needle. 
Hold the knitting down and lift the handle of the | ransfer 
Tool until the stitch slides down into the needle hook. 
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THE PICOT EDGE HEM 


The picot edge her has an attractive scalloped 
edge, It is very similar to the hem which you 
have just completed, 


With waste yarn make an open edge cast-on over 
AQ needles; knit several rows finishing with the 
carriage at the LEFT. Remove the waste yarn, 


Knit in the Nylon Cord towards the RIGHT, 
Knit 7 rows with main yarn, Carriage is at LEFT, 
Open all needle latches. 
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Transter the stitch from needle 2 to needle 53, Knit 1 row towards the RIGHT. The needles which 
Then transfer the stitch from needle 4 to needle 5, = had no stitches now have loose loops, 

Knit another / rows. Carriage is at LEFT. 
Continue transterring the stitches across the row 
until every other needle has 1 WO stitches. The 
empty needles rermain in B position, 
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To close the hern, ft on to the needles the loops 
of the FIRST row knitted with main yarn after 
the Nylon Cord as you did for the plain hem, 
Knit 1 row and pull the Nylon Cord out of the 
knitting to remove the wasle yarn, 
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INCREASING ONE STITCH AT A TIME 


If you wish to increase ONE stitch on the LEF | If you wish lo increase ONE stitch an the RIGHT 


sidé - your carriage must be at the LEFT. side - your carriage must be at the RIGHIT. 
Push the next empty needle on the LEFT side Push the next empty needle on the RIGHT side 
et the knitting from 4 to B position, of the knitting from A to B position. 

ontinue Knitting. Continue knitting. 


INCREASING MORE THAN ONE STITCH AT A TIME 


TO INCREASE SEVERAL STITCHES ON THE RIGHT SIDE — 
THE CARRIAGE MUST BE AT THE RIGHT. 


Set LEFT side Front Lever to fi. 


To increase 4 stitches at the RIGHT - push 4 
extra needles from A to 2 position on the 
RIGHT side. 


Pull sore yarn downwards through the Yarn 
Feeder, 


Wind the yarn L-O-0-S-E-L-Y UNDER and 
AROUND every needle as you did tor Lhe 
closed edge cas-on, 


Pull down any slack yarn from the Yarn 
Brake, Knit 1 row. 


You will notice that you have increased 4 
stitches on the RIGHT side of the knitting, 
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TO INCREASE SEVERAL STITCHES ON THE LEFT SIDE — 
THE CARRIAGE MUST BE AT THE LEFT. 


To increase 4 stitches at the LEFT - push 4 extra 
needles from A to D position on the LEFT side, 


Wind the yarn L-O-O-S-E-L-Y around the 4 
needles in clockwise direction as shown by the 
arrows. Set RIGHT side Front Lever to I. 


Pull dawn any slack yarn from behind the Yarn 
Brake and knit 1 row, You have now Increased 
4 stitches on the LEFT side of the knitting, 


DECREASING ONE STITCH AT A TIME 


You can decrease 1 stitch an both sides of the 
SAME ROW, 


Transter the last stitch on each side on to !ts 
adjacent needle, 


Push the EMPTY needles BACK to A position, 
Continue knitting as before, 


DECREASING MORE THAN ONE STITCH AT A TIME 


When the carriage is at the RIGHT: 

1. Transfer the stitch from the LAST needie on 
the RIGHT on to the adjacent needle at its 
LEFT. Push the needle with 2? stitches up to 
[2 position, 

?, eave the emoty needle in B position, 

a With your LEFT thumb, push the needle with 
the two stitches carefully from D ta C 
mosilion, The latch MUST remain OPEN, 

4, Pull alittle yarn from the Feeder and lay it 
fram RIGHT to LEFT across the open hook, 
as shown, 

5, Hoiding the needle by the butt, pull it BACK 
to B sasition, 

6, Repeat steps 1 to 5 until the required number 
of stitches have heen clecreased, 

When this is completed, bring the enpty neecles 

BACK to A posilion, Leave the empty needles in 

B position while decreasing because 't is easier to 

count the decreased stitches. 

NOTE: To decrease at the LEFT, the carriage 

must be at the LEFT, 


CASTING OR BINDING OFF 


You can decrease AS MANY stitches AS YOU WANT in the method described above-- including binding 
off completely, 

Follow steps 1 to 5, cantinuing until one loop remains in the last needle. Break the yarn above the carriage 
and pull the end out of the Yarn Feeder, Draw it through the last loop to lock the stitches, 
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THE NEW WAY TO MAKE RIBBED WELTS 


THE AUTOMATIC SYSTEM FOR KNITTING PERFECT DOUBLE WELTS. 
Double to give a perfect, snug fit, and more elastic than ever before. 


Double hems last much longer too, and - they are SO easy to knit, 


_ These are some of the hems with 
ribbing effect that you can knit. 


1 by 1 ribbing effects are most 
suitable when you are knitting with 
medium to thick yarns using Tension 
6 and higher, 


2 by 1 ribbing effects - very suitable 
and useful for every type of yarn 
and all Tensions from 2 upwards, 


3 by 1 - Can also be used for all 

yarns using Tensions from 2 upwards, 
but it is most attractive and elastic 
when knitted in a fine soft yarn 

using Tensions between 2 — 4. 
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THE 1BY 1 DOUBLE WELT 


In order to make perfect welts - elastic, neat and durable - it is most important to knit them 
with the correct Tension, Every yarn ts different but in principle the Tension used for the 
1 by 1 welt is set about 3 to 4 numbers lower than the yarn would usually be knitted. 


The carriage is at the RIGHT. Bring 22 needles at the LEFT and 21 needles at the RIGHT of center 0 from 
A to B position, 


Starting with the SECOND needle from the RIGHT, 
bring every SECOND needle BACK to A position 
using the 1 / 1 side of the Needle Pusher. 


Card release is set to @. 


Carriage settings arc: 
1. Tension Dial to 7. 
?, Side Levers to FRONT, 
3, Cam Lever to center oO. 
A, Front Levers to |. 
5, Arm Levers ioV. 


Slide the carriage to the LEFT and back to the 
RIGHT across the needles to ensure that they 
are clear and ready for the caston. 


Thread up the waste yarn through the Yarn Brake 
and the Yarn Feeder, pull down any slack yarn 
from behind the Yarn Brake, 


Remember there must NOT be any slack yarn 
between the Yarn Feeder and the | able Clamp. 


KNITTING THE 1 BY 1 DOUBLE WELT 


The carriage is at the R_ GHT, 
Knit 1 row towards the LEFT. 


Lay the Nylon Cord across lhe loops 
between the needie hooks and the 
Sinker Gate, 


Pull the Nylon Cord FIRMLY DOWN, 


Turn the Tension Dia! ring to 6 and 
knit a Tew more rows finishing with 
the carriage at the LEFT, 


Pull the Nylon Cord out of the knitting. 


KNITTING THE 1BY 1 DOUBLE WELT 
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Rerove the waste yarn from the Yarn Feeder and 
the Yarn Brake and break it, 


Thread the Nylon Cord into the Yarn Feeder 
allowing a few inches (8 crn) to hang down 
below the carriage. 


Hold it over your thumb and lightly between your 
thumb and forefinger, as shown, 


Knit 1 row icwards the RIGHT allowing the Nylon 
Cord to slide through your fingers as you knit 
across, 


Now you have knitted IN the Nylon Cord to 
separate the waste yarn from the welt, 


Remove the Nylon Cord from the Yarn 
Feeder and let it hang down on the side ot the 
knitting. 


KNITTING THE 1BY 1 DOUBLE WELT 
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Thread the main yarn through the Yarn Brake 


and the Yarn Feeder, 
Fasten the end on to the RIGHT 5s 
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CLOSING THE DOUBLE WELT 


rr, 


Fold the welt as shown in the photo - the row 
knitted with the Nylon Cord over your forefinger, 


slis the Transfer Tool inside the FIRST LOOP of 
the FIRST row knitted AFTER the Nylon Cord 
at the RIGHT. 


Lift the loop into the FIRST EMPTY needle in B 
position at the RIGHT, 


Lift the second loop into the second EMPTY needle in B position. 
Continue lifting each loop and placing it IN the EMPTY needles until the complete welt has been closed. 


With your LEFT hand hold the knitting against the machine, Use the straight edge Needle Pusher to push 
the needles fram B to 0 pasition, Set the LEFT side Front Lever to IL 


Check the yarn Tension. Set the Tension Dial to 7, knit 1 row. Pull the Nylon Cord out of the knitting. 
Knit another 40 rows, cas--oft all stitches. 


Your first DOUBLE RIBBED WELT is now completed, it only needs to be blocked, For this, follow 
the instructions an the next pages carefully, 
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BLOCKING OR STEAMING THE DOUBLE WELT 


BEFORE STEAMING 


Your 1 by 1 double welt will look like this as it 
comes off the knitting machine. |n blocking the 
yarn A between the ribs will be absorbed INTO 
the ribs (B- C), 


NOTE: Blocking or steaming of the welts is done 
ONLY AFTER the rest of the garment 
has been steamed, Ribbed \Welts are 
ALWAYS blocked last, 


AFTER STEAMING 


This is how the welt will look after blocking, when 
the instructions are carefully followed, 


Place BOTH clamps of the Rib Frame on to lhe 
front of your ironing board or pressing table. 
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BLOCKING OR STEAMING THE DOUBLE WELT 


ailie. “lity, “Mags, 


Insert the metal bar through the welt, 


~iit 
= 


. 5 
a 
r= 


¢ 


Slide the ends of the bar UNDER the clamps. 


This picture shows you how the welt wil look 
when it is mounted on the Rib Frame, The welt 
isnow only 2 inches (5 cm) wide, 
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BLOCKING OR STEAMING THE DOUBLE WELT 


With one hand stretch out your knitted piece 
as rmuch as possible, oulling away from the 
Frame, as shown in the picture at LEFT. 


At the sare time, with the other hand, gather 
the ribs of the welt together as closely as 
possible on the Frame, 


NOTE: The welt is now about 3 inches long. 
This means that you must always knit 
your 1 by 1 welt 1/3 shorter than you 
want the final langth to bé, 
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Lay a wet press cloth on top of the welt, still 
stretching it as much as possible, lower the hot 
iron on to the wet cloth and let the hot steam 
penetrate into the knitting, Do NOT PRESS, just 
slide the iron over the wet cloth until the entire 
well has been steamed, 


When sleaming 4 ply or double knitting yarn you 
may let the iron rest on the welt for 1 or 2 
seconds on each spot, 


NOTE: Synthetic yarns, 
If you are knitting with synthetic yarns 
exercise the greatest care when steaming 
your garment, as synthetic yarns da NOT 
RESPOND to heat in the same manner 
as natural wools, Always work lightly 
ind quickly, 


Romove the cloth and, while the knitting is still 
hot and damp, continue to stretch It with one 
hand and then let the knitting coal and dry, while 
‘gathering’ the welt closely with the other hand, 
If necessary this procedure may be repeated Tor 
added elasticity, When the welt is completely dry, 
remove it tram the Rib Frame, 


NOTE: Do NOT stretch 2 by 1 and 3 by 1 rib welts as much as the 1 by 1. 
The linking bars between the stitches must contract and should look like a fine 
rib after being steamed. 
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KNITTING A 2 BY 1 WELT 


Knitting a 2 by 1 welt means that for every ? needles in 
knitting position, ONE needle is in A position, 


Bring Sa needles al the RIGHT and 32 necdles at the 
LEFT of center from A to B position. 


starting with the THIRD needle from the RIGHT, push 
every THIRD needle RACK to A position. 


Make an open edge cast-on with waste yarn and knita 
few rows, finishing with the carriage at the LEFT. 


Knit in the Nylon Cord from LEFT to RIGH |, 

Set the Row Counter to 000, 

Thread the main yarn through the Yarn Brake and Yarn Feeder, 
Set the | ension Dial to 3, 


Knit 50 rows, finishing with the carriage at the RIGH |, 
set the Tension Dial to 6, 
With tne straight edge Needle Pusher, bring every third needle forward from A to B position, 


Litt the loops of the FIRS] raw knitted AFTER 


the Nylon Cord by hanging the FIRST loop trom 
the RIGHT on to the SLCOND needle from the 


RIGHT {which has a stitch). 


Hang the SECOND loop on to the FIRST EMPIY 
needie from the RIGHT, 


Hang the THIRD loos on to the FIFTH needle 
from RIGHT (which has a stitch), 


Hang the FOURTH loop on to the NEXT EMPTY 


needle, 


Continue hanging up the looos, [na group of three needles (2 with stitches and 1 empty! hang 1 loon on the 
SECOND needle with a stitch and 1 loom on the EMPTY needle, 


There will be 2? needles at the LEFT with only 1 stitch on each, 


Bring all needles from 6 to D position while holding the knitting against the machine, 
Set LEFT side Front Lever to Il and knit 7 row to the LEFT, 


Pull gut the Nylon Cord, and the waste yarn will fall away from the knitting, 
Knit 50 rows and cast-off all stitches, 


Steam and block as explained on the previous pages, bul don't pull the welt as much lengthwise as the 
linking bars between the stitches must contract and should look like a fine rib after being steamed. 
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KNITTING A 3 BY 1 WELT 


Knitting a3 by 1 welt means that for every 3 needles in 
B position, 1 needle is in A position. 


Bring 33 needles at the RIGHT and 33 needles at the 
LEFT of center from A to B position, 


Starting with the FOURTH needle from the RIGHT, 
bring every FOURTH needle back to A position. 


Vlake an open edge cast-on with waste yarn and knita 
few rows, finishing with the carriage at the LEFT, 


Krutin the Nylon Card from -EFT to RIGHT. 

Set the Row Counter to OOO, 

Thread main yarn through Yarn Brake and Yarn Feeder, 
Set Tension Dial to 3, 


Knit 50 rows, Tinishing with the carriage at the RIGHT. 
Set Tension Dial to 6. 
Weth the straight edge Needle Pusher bring every fourth needle forward frorn A to B posilion, 


To close the welt, lift the loops of the FIRST row 
knitted AFTER the Nylon Cord as follows: 


The FIRST loop goes on to the SECOND needle 
with @ stitch. 


The SECOND loop goes on to the THIRD needle 
with a stitch, 


The THIRD loop goes on to the FIRST EMPTY 
needle. 


Repeat until all foops are lifted, bring the needles frorn B to D position while halding the knitting against 
the machine. 


Set LEFT side Front Lever to ll and knit 1 row to the LEFT, 


Pull out the Nylon Cord, and the waste yarn wil fall away from the knitting. 
Knit 50 rows and cast-off all stitches. 


Steam and block as for the 2 by 1 welt. 
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INCREASING ONE STITCH FULLY FASHIONED 


Previously | showed you the simple way to Increase 1 stitch at a time. Now try 
this Tully fashioned increasing which you will find on expensive Knitwear, It is 
not difficult to do — it does require a little more time but the improvement in 
appearance is well worth the extra time, 


Another important advantage of Tully fashioned shaping Is that the garment is 
much easier to sew up - and you will be absolutely thrilled with the professional 
results you achieve, 


FULLY FASHIONED INCREASING 1STITCH AT A TIME WITH THE SINGLE 

TRANSFER TOOL. 

NOTE: YOU MAY USE THIS METHOD TO INCREASE AT BOTH EDGES OF 
THE SAME ROW BUT — ONLY 1 STITCH AT A TIME. 


i} i) ai { | Bring 1 extra needle from A ta B position on the 
fatatatal side on which you wish to Increase, 


With the single Transfer Tool, transfer the end 
stitch outwards on to this new empty needle, 


Pick up the bar of the row below the second stitch 
and place it on to the empty second needle, 


You have now increased ane stitch fully fashioned, 
Knit 2 rows, 


For practice, repeat 3 times — knitting 2 rows after 
each increase, 


INCREASING 1STITCH FULLY FASHIONED WITH 


THE TRIPLE TRANSFER TOOL 
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This type of increasing is usually used to make 
perfect Raglan shaping, 
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To increase 1 stitch on the RIGHT side, bring 1 
more needle at the RIGHT from A to 8 position. 
Open the latches of the last 4 needles at the RIGHT. 


Hang the Transfer Tool into the hooks of the last 
3 needles with stitches, Pull these needles to D 
position, push them back to A position and then 
pull them up to B position again, The stitches will 
slide on to the Transfer Tool, 


Lift the Transfer Tool with the 3 stitches and 
transfer the stitches one needle outwards, The 4th 
needle [INSIDE the knitting is EMPTY, 


Lift the bar of the 4th stitch of the previous row 
on to the empty needle, 


You have now increased 7 stitch fully fashioned, 
Knit 4 rows, 


Repeat these steps 3 times for practice, 


YOU CAN INCREASE THIS WAY ON 
BOTH SIDES OF THE SAME ROW — BUT 
ONLY 1 STITCH AT A TIME. 
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DECREASING 1 STITCH FULLY FASHIONED WITH 


Trom the RIGHT. Pull the needles out to D 


Hang the Transfer Tool inte the last 3 needles 
position 


Knit a few rows, Open the latches of the last 


4 needles at the RIGHT. 
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THE TRIPLE TRANSFER TOOL 
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Lift the Transfer Tool out of the needles with 


the stitches on it, 
Move the Transfer Tool 1 more needle towards 


the LEFT. 


Gi 
aes 
i 
M 

se 

I 

2) 
aa: 
a 

a= 

= 
on 
=) 
are 
<[ 
= 
oie) 

Me 

-) 

<[ 
co 
a 
v 
pe na 
oar 
coe 
of 
=} 

oO 


them slowly up to B position, 


ches slide into the 


Let the 3 st 


tion, 


Tne 4th needle inside the knitting has 2 stitches 
and the Tirst needle from the RIGHT is empty. 


Push the empty needle back to A posi 


needle hooks, 


Knit 4 rows, 
Repeat 3 times for practice, 
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When decreasing for a ‘V" neck or Raglan shaping, 


this method of decreasing is very useful and most 


attractive, 
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SHAPING A ‘V’ NECK IN PLAIN KNITTING 


Card release to @. 


Carriage settings are: 

1. Tension Dial to /, 

?7, side Levers to FRONT, 

3. Cam Lever to certer QO. 

4 Front Levers to [. 

5 Arm Levers toy. 

The carriage is at RIGHT, Set Row Counter to 000, 
Cast-on anen edge 40 stitches, 

Knit 17 rows - carriage at RIGHT, | 
Row Counter shows 12, Tate fh etree 
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With the straight edge Needle Pusher bring the 20 needles LEFT of center 0 forward to D position, 


holding the knitting against the machine. 
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This will ensure that ALL stitches slide BEHIND the needle latches into halding position, 
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Only the needles in B position will knit; those in D position will NOT knit. You need GNLY move the 
carriage past the needles in B pasition. 

If the carriage is moved past the needles in D position at the LEFT, the Tension will becorne loose and this 
could cause dropped stitches, 


Knit 4 rows - you will notice tnat the carriage has knitted ONLY the stitches on the RIGHT side of center 


wich you left in B position. The needles on the LEFT side have NOT been knitted and in the center of the 
knitting is the opening for the “V’ neck. 
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SHAPING A ’V’ NECK 
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_ SHAPING A ‘V’ NECK 


Move the carriage to the LEFT, OVER and PAST 
the needles In D position, 

Re-thread the yarn and fasten the end on to the 
LEFT side Table Clamp. 

set RIGHT Front Lever to Il. 

Check the yarn tension, 

Knit 4 rows, . 


Transfer 1 stitch at the R!GHT edge on to its 
adjacent needle to the LEFT. Bring the empty 
needle back te A position, 


Knit 4 rows, again transfer 1 stitch at the RIGHT 
edge on to Its adjacent needle to the LEFT, 


Repeat knitting 4 rows and transferring 1 stitch 

at the RIGHT until you have 10 needles remaining 
in B position, Knit 4 rows and bind-off the last 

10 stitches, 

The Row Counter shows 56, 


Of course this ’V" neck is a very srnall size - but 
when knitting according to pattern instructions, 
you always get the required size, Each pattern 
tells you how many rows to knit and how many 
times to decrease for the "V’ neck, 


Here you have learned the simple way of decreas- 
ing Tor the “V" neck - later you can try the 
decreasing with the Triple nead Transfer Tool - 
this method gives the fully fashioned shaping 
effect to your neckline, 


SLIF FOR A ZIP FASTENER 


if making a slit for a Zip Fastener, you must separate the LEFT and RIGHT sections as for the V neck, BUT - 
each section is knitted WITHOUT the decreasing at the center. 

When doing Stitch Patterns, also have the Front Levers to | when separating the knitting, After 

Tinishing the RIGHT section, turn the card BACK to the number noted before. Set card release to @. 

Slide carriage to LEFT, Set card, release to ¥. Set Row Counter back. Using Transfer Tool, bring 

needles from D to B position and continue knitting. 
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SHAPING A 'V' NECK IN A PATTERNED GARMENT 


The method of separating and shaping the V neck when doing Stitch Patterns is the same as for 
plain knitting, The needles of the LEFT section are pushed to D position, 
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Carriage settings same as for plain knitting (Page 56), 
Cast-on open edge 60 needies and knit 6 rows; 
carriage at LEFT and Row Counter shows /, 

Set card release to ¥. 

Take card 4 and insert it- A at RIGHT bottom - 
into the pattern panel, Turn card UP and secure 
ends with clamps (Page 94}, 

Turn card until 60 shows at row indicator, 

Knit row 60 toward the RIGHT, Card release to ¥. 
Fow indicator shows 1 and Row Counter 8, 

Set Side Levers BACK and Cam Lever to T, 

Knit 30 rows - carriage is at RIGHT, 

Row indicator shows 31 and Row Counter 38, 


Front Levers to i, Note number of rows showing 
on row indicator and Row Counter so you can 
start the second nalf of neckline with same 
settings, 


Hold the knitting against the machine with 
your left hand, with the other hand, using 
the straight edge Neadie Pusher, bring the 
30 needles at LEFT of center from B to D 
position. 

Here they are in holding position during 
the partial knitting - as long as the Front 
Levers are set to |, 


A — Knit 4 rows, at neck edge decrease 1 stitch. 
towards the RIGHT, 

Repeat A until 10 needles remain with stitches, 

Row indicator shows 51 and Row Counter 116, 

NOTE: When moving the carriage to the LEFT, 
make sure it ALWAYS passes the cattern 
panel completely BEFORE reversing the 
movement for the next row, 

Knit 4 more rows and cast-off the remaining 10 

stitches of the RIGHT scction. 

Bring the empty needles back to A position. 

The Row Counter shows 122 and row indicator 55, 


Carriage is at RIGHT. To start the second halt 
af the V neck, you must have row 31 at the raw 
indicator and the carriage at the LEFT, 

Turn card until 30 shows at row indicator, 

Now slide the carriage to the LEFT, past the 
needles in D position, Row indicator shows 31, 
and this row of pattern is registered in the 
RIGHT side pattern memory, 

Set Row Counter to 38. Using Transfer Tool, 
bring the needles from D to B position, 

B — Knit 4 rows, at neck edge decrease 1 stitch, 
Repeat B unti! 10 needles remain with stitches. 
Knit 4 more rows and cast-off the 10 stitches, 
Row indicator shows 655 and Row Counter 122, 
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SHAPING A ROUND NECKLINE (METHOD 1) 


PLAIN KNITTING 


se io ®@. 

Carriage settings ara: 

t. Tansion Dial to 7. 

?, Side Levers to FRONT. 

3, Cam Lever to center. a, 

4.-Front Leavers to |, 

5. Aro Leavers ta ¥, 

Caston open edge 40 stitches, knit 29 rows, 
Carriage at RIGHT and Row Counter shows 39, 


PATTERNING 


For cast-on, carriage settings as above, 

Knit 6 rows, Carriage at LEFT, 

Set card release to wand Side Levers BACK, 
Take card 4 and jnsert it- A at RIGHT 


Turn 60 to row indicatar and knit the 
pre-selting row te the RIGHT, 

Leave card release to WF. 

Row indicator shows 1 and Row Counter 6. 
Set Side Levers BACK, 

Set Cam Lever to T and knit 22 rows. 

Row indicater shows 23 and Row Counter 30. 


Take a thread of main yarn, about 20 inches 
(50 em) long and cast-off the center 10 
slitches as Toilows: 


Push the 6th needle RIGHT al center to D 
position, The stitch is BEHIND the latch, 

Lay lhe center of the thread across the EMPTY 
and OPEN needle hook of the 6th needle. 

Pull this needle back te B position causing the 
thread to be knitted through the stitch, 


Push the 5th needle RIGHT of center to D 
position and lay the thread across the hook, 
Pull the needle back to B position, 


Transfer the stitch fram needic 5 on to needle 
4 on the RIGHT of center, Push needle 4 to 

D position, 

Lay the thread across the hook of needle 4 and 
pull the needle back to B position. 


SHAPING A ROUND NECKLINE (METHOD 1) 


This way, cast or bind-off the 10 center stitches 
until you have 2 stitches on needle 6 on the 
LEFT of center, Knit the thread through these 
2? stitches but leave the new stitch |N the needle 
hook, 

Leave the rest of the thread hanging down from 
the knitting. 


THE CENTER OPENING FOR THE ROUND 
NECKLINE IS COMPLETED, 


The carriage is at the RIGHT and the Row Counter 
shows 30, Bring the 10 empty needles back to A 
position. 


Using the straight edge Needle Pusher bring the 15 necdles LEFT of center from B to D position. 
Again we knit the RIGHT half of the neckline first, Front Levers are set to |. 

Knit 1 row to the LEFT - past the needles in B position - AND if you are knitting the Stitch 
Pattern: move the carriage until it has passed the pattern panel completely, 

Row Counter shows 31, ONLY the needles at RIGHT of center have knitted, 

To shape neckline - cast-off 2 stitches at LEFT edge of the needles in B position. Bring the empty 
needles BACK to A position, 
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Knit 2 rows, the Row Counter shows 33, Cast-off 2 stitches for the neckline, 
Knit 2 rows, the Row Counter shows 35, Decrease 1 stitch for the neckline, 
Knit 2 rows, the Row Counter shows 37, Decrease 1 stitch for the neckline, 
Knit 2 rows, the Row Counter shows 39, Decrease 1 stitch for the neckline, 
Knit 2 rows, the Row Counter shows 41, Decrease 1 stitch for the neckline. 
Knit 4 rows, the Row Counter shows 45, Decrease 1 stitch for the neckline. 
Knit 4 rows, the Row Counter shows 49, Decrease 1 stitch fer the neckline, 


Knit 15 rows - bind-off the remaining 5 stitches, The Row Counter shows 64 and if knitting 
pattern 4, the row indicator shows 5/, 
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SHAPING A ROUND NECKLINE (METHOD 1) 


THE SECOND HALF IN PLAIN KNITTING, 


Move the carriage towards the LEFT - past ALL 
needles in D position of the LEFT half, 
Re-thread the yarn through Feeder | and fasten 
the end on to the LEFT side Table Clamp, 
Check the yarn tension. Set RIGHT Front Lever 
to ll and Row Counter to 30, 

Knit 1 row, at neck edge cast-off 2? stitches, 
Knit 2 rows, at neck edge cast-off ? stitches, 
Row Counter shows 33, 

Knit 2 rows, at neck edge decrease 1 stitch, 
Row Counter shows 35, 

Knit 2 rows, at neck edge decrease 1 stitch, 
Row Counter shows 37. 

Knit 2 rows, at neck edge decrease 1 stitch, 
Row Counter shows 39, 

Knit 2 rows, at neck edge decrease 1 stitch. 
Row Counter shows 41, 

Knit 4 rows, at nock edge decrease 1 stitch, 
Row Counter shows 45, 

Knit 4 rows, at neck edge decrease 1 stitch. 
Row Counter shows 49, 

Knit 15 rows and cast-off remaining 5 stitches. 
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THE SECOND HALF IN STITCH PATTERN, 


Carriage is at RIGHT, Front Levers to 1. 
Turn 22 to row indicator, Slide carriage to 
LEFT — PAST the needles in D position, 
Row indicator shows 23, set Row Counter to 30, 
Using Transfer Tool, bring needles from D to B 
position, Re-thread yarn and fasten end to 
LEFT side Table Clamp. Check yarn tension, 
Knit 1 row, at neck edge cast-off ? stitches. 
Knit 2 rows, at neck edge cast-off ? stitches. 
Row Counter shows 33, row indicator 26, 
Knit 2 rows, at neck edge decrease 1 stitch. 
Row Counter shows 35, row indicator 28, 
Knit 2 rows, at neck edge decrease 1 stitch. 
Row Courter shows 37, row indicator 30, 
Knit 2 rows, at neck edge decrease 1 stitch. 
Row Counter shows 39, row indicator 32, 
Knit 2 rows, at neck edge decrease 1 stitch. 
Row Counter shows 41, row indicator 34. 
Knit 4 rows, at neck edge decrease 1 stitch, 
Row Counter shows 45, row indicator 38. 
Knit 4 rows, at neck edge decrease 1 stitch. 
Row Counter shows 49, raw indicator 42. 
Knit 15 more rows, cast-off the 5 stitches, 


This round neckline does not have the open stitches to be hanged on to the need 


the neckband, {Method 2}, 
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SHAPING A ROUND NECKLINE (METHOD 2) 


This method of shaping a neckline is suitable when the sweater or dress does not have a zipper or back 
opening and should be pulled over the head, 


PLAIN KNITTING 


Card release set to @ . 

Carriage settings are: 

1. Tension Dial to 7, 

?. Side Levers to FRONT, 

3. Cam Lever to center 0. 

4. Front Levers to |. 

5, Arm Levers to ¥. 

Cast-on open edge 60 needles and knit 29 rows, 
Carriage at RIGHT and Row Counter shows 30, 


PATTERNING 


Carriage settings as above, cast-on open edge 60 
needies and knit G rows, carriages at LEFT, 

set Card release to W and Side Levers BACK, 
Take card 4 and insert it - A at right bottom - 
inte the pattern panel, Secure ends of card, 
Turn card so that 60 is at row indicator, 

Card release to W - knit to the RIGHT, 


Row indicator shows 1 and Row Counter &, 
Set Cam Lever to T and knit 22 rows, 
Row indicator 23 and Row Counter 30, 


BRING 10 CENTER NEEDLES TO D PO 
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Bring to D pasition ALL other needles at LEFT of center. 
The RIGHT section of the neckline is knitted first, Make sure BOTH Front Levers are set to |. 
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Knit to the LEFT, PAST the pattern panel. When doing plain knitting, only past the needles in 
B position, 
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SHAPING A ROUND NECKLINE (METHOD 2) 


PLAIN KNITTING AND PATTERNING 


Bring the yarn UNDER the INSIDE needle in 
D position as shown in diagram, 


When doing Fair Isle or Lace patterns, bring 
BOTH threads under the needle in D position, 


Knit to the RIGHT, 
Row indicator shows 25 and Row Counter 32, 


At the LEFT of the needle in B position, bring 
3S more needles to D position. 

Knit to the LEFT, past the pattern panel, 

and when doing plain knitting, past the 
needles in B position, 


Bring the yarn UNDER the INSIDE needle in 
D position at LEFT as shown in diagram. 

Knit to the RIGHT, 

Row indicator shows 27 and Row Counter 34. 


* At the LEFT of the ncedles in B position, 
bring 2 more needles to D position, Knit 
to the LEFT, Bring the yarn under the 
inside needle in D position and knit to the 
RIGHT.* 

Repeat from * to * 3 more times, 

Row indicator shows 35 and Row Counter 42, 


**At LEFT of needles in B position, bring 1 more needle to D position. Knit to the LEFT, past 
the pattern panel or the needles in B position, 
Bring the yarn under the inside needle in D position and knit to the RIGHT.** 

Repeat from ** to ** 3 more times. 

Row indicator shows 43 and Row Counter 50. 
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SHAPING A ROUND NECKLINE (METHOD 2) 


PLAIN KNITTING 


Knit 10 more rows, Row Counter shows 60. 
Carriage at RIGHT. Remove main yarn fram 
Feeder and thread waste yarn, 

Knit several rows; finish with carriage at 
RIGHT. 


Hemove waste yarn from Feeder and move 
carriage to the LEFT — PAST — the needles 
in D position. 

The last 10 stitches at the RIGHT are 
removed from the needles, 

Bring the empty needles back to A position. 
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PLAIN — Carriage at LEFT, Thread main 
yarn and fasten the end to the 
LEFT side Table Clamp, Set Row Counter to 
30, Using straight edge Needle Pusher and 
starting at LEFT, bring 25 of the 30 needles 
LEFT of center from D position back to C 
position. Knit 1 row to RIGHT past the 
Row Counter. The needles in C position 
have been knitted back te B position, 
Row Counter shows 31. 


PATTERNING 


Knit 10 more rows, Carriage at RIGHT, 

Row Indicator shows 53 and Row Counter 60, 
Remove main yarn from Feeder and thread 

waste yarn. Set card release to @ , Cam Lever 

tf Oo. 

WITHOUT pattern, knit several rows; finish with 
the carriage at the RIGHT, Remove the waste yarn. 
Card release to ¥, 

Turn card so that 22 shows at row indicator, 
Move carriage to LEFT — OVER and PAST the 
needles in D position, 

Row indicator shows 23 - set Row Counter ta 30, 
The last 10 stitches at the RIGHT are removed 
from the needles, Bring the ematy needles back to 
A position. 


PATTERNING — Carriage is at LEFT, 

Front Levers to | and card release to ¥. 
Thread main yarn and fasten the end onto the 
LEFT side Table Clamp. 

Using Transfer Tool and starting at LEFT — 
bring 25 needles back from D to B position, 
set Cam Lever to T and knit 1 row to the RIGHT — 
PAST the pattern panel and the Row Counter. 
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SHAPING A ROUND NECKLINE (METHOD 2) 


At RIGHT of the neadtes in B pasition, 
bring the yarn under the INSIDE 


neodle in D position, Knit to the LEFT, 
Row indiceter shows 25 and Row Counter 3?. 


\t LEFT ot needles in D position, bring G needles to O pasition. Knit ta RIGHT — PAST pattern 
sanel and Row Counter, Gring the yarn under the inside needle in D position, Knit to the LEFT, 
How indicator shows 2/7 and Row Counter 34, 

* At LEFT of needles in D position, bring 2 needles to D position, Knil ta RIGHT - past Row 
Counter, Bring yarn under inside needle in D position, Knit to LEFT.* 

Repeat fram * to * 3 more tirnes, Row indicator shows 35 and Row Counter 47, 


** At LEFT of needles in O position, bring 7 needle to D position. Knit ta RIGHT - past Row 
Counter, Bring yarn under inside needle in D position, Knit to LEFT.** 


Repeat from ** to ** 3 more times. Pow indicator shows 43 and Row Counter 50, 
Carriage al LEFT. 


Knit 10 more rows, [f patterning, set card release to @ and Cam Lever to center Q. Remove main 
yarn and thread waste yarn. Knit seversl rows of waste yarn finish with the carriage at LEFT, 
Hemove waste yarn and move the carriage te the AIGHT - over and aast the needles in D position. 
The 10 stitches al LEFT are ramoved from the reedles, bring the empty needies back to A position. 
AL RIGHT, thread main yarn and set LEFT Front Lever to I. Knit 1 row te the LEFT and 
remove the main yarn, Porea! waste yarn and knit several rows, Reriove waste yarn from Feeder 
ang mave The carriage ance more across the knitling, The stitches are removed from the needles. 
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These are the necklines knitted to the above instructions, After steaming Front and Back, close one 
shoulder scam and unravel the waste yarn from the neckline until the last row, Hold shoulder 

seam to center of machine, 

Where you knitled the rows straight up (mostly of Front) you will have no stitches, so just lake 

a loop of every second row and hang it into a needle, 

Then, unravel stitch by stitch the waste yarn and hang the stitches of the neckline into the needles, 
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POCKETS IN PLAIN KNITTING 


Card release sct to @ ., 
Carriage settings are: 


Tension Dial to 7 - Side Levers to FRONT, 
Cam Lever center O- Front Levers to |, 
Arm Levers lo V. 

Cast-on open edge 60 needles and knit 21 
rows, finishing with carriage at RIGHT, 
Row Counter shows 22. 
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Hold knitting against Sinker Gate and with straight edge Needle Pusher bring 15 needles at LEFT 
of center from B to D position. 


Sel Row Counter trioper OUT of action by lifting it up and turning it siceways. 
Knit 1 row to the LEET, The 15 needles at the LEFT in D position have not seer knitted and the 
yarn lies on top of them, 
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Bring 15 needies at the RIGHT edge from B to D position, This will lcave 30 needles in the center 
in B position, which will be the width of the pocket. 
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Knit 81 rows; finishing with the carriage at the RIGHT. 


NOTE: You will have to count the rows as the Row Counter Is out of action, If you wish to count the 
rows using the Row Counter, then Jeave the Row Counter tripper in actian ana turn back the 
Row Counter when the pocket is finished. But note and return to the row at which you started 
the pocket. 
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POCKETS IN PLAIN KNITTING 
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Tne carriage is at the RIGHT, Using the straight edge Needle Pusher, oush the 15 needles on the LEFT 
coe carefully Back to C position, Set ine Row Counter tripper back inte action if necessary and knit 


| row towards the LEFT, The Row Counter shows 23. 


Par 
Rae ey Sets 


fz as 
hee ae 


The carriage is at the | EFT and the 15 needles on the LEFT side have been knitted back to B position, 
Now push the 15 needles on the RIGHT edge back to C position. 


<rit 1 row towards the RIGHT. All needles aré now knitted back to B cositien, The Row Counter 
shows BPA. 
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If you now look at your pocket, you will see that only the side edges will need to be sewn up Lo close 
the pockel completely, 


NOTE: To make a wider pocket, leave more needies in B pasition, To make it narrower, leave fewer 


needles in 6 position, You may also vary the depth of the pocket by changing the number of 
rows which you knit, 


KNITTING A POCKET IN A PATTERNED GARMENT 


Card release ta @. Carriage settings aré same as on Page G7. 


Cast-on open edge 60 needles and knit 6 rows, carriage is at LEFT. Set card release to W. 
Take card 4 and insert it- A at RIGHT bottom - into the pattern panel, Secure card ends, 
Turn card until 60 shows at row indicator, leave card release to W, knit 1 row to the RIGHT. 
Row Indicator shows 1 and Row Counter &, Set Side Levers BACK, 

Set Cam Lever to T and knit 24 rows, 

Row indicator shows 25 and Row Counter 32, 


With the straight edge Needle Pusher bring 75 
needles at LEFT edge from B to D position, 


Bring 15 need 
position, 


es at RIGHT edge trom B to D 


Break the yarn below the carriage and fasten 

the end on to the Table Clamp. 

set Card release to @ and Cam Lever to center 0, 
BOTH Front Levers are set to |, 

set Row Counter tripper out of action by 

lifting it up and turning it sideways. 


Take the yarn to the LEFT of the needles in 
D position at the RIGHT. 
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SLOWLY move the carriage to the LEFT, the 

needles in B position will knit. 

NOTE: When doing Fair Isle or Weaving 
patterns, the pocket ig knitted in 
color 1 (Feeder 1} ONLY, When 
deing Fair Isle rernove the yarn 
from Feeder 2 and set Cam Lever 
to center 0, 


Knit 5 more rows, Hang the claws on to the 
edge af the pocket and knit 74 more rows - 
ALWAYS - bring the claws up when they 

hang down from the bottom of the pocket, 


After these 30 rows, oreak the yarn below 
the carriage and fasten the new end an ta 
the RIGHT side Table Clarnp. The loose 
threads hang down in front of knitting, 


Using Transfer Tool, bring needles from D 
to B position, Set Row Counter tripper 
into action, Set card release to ¥. 

Cam Lever to T and continue knitting the 
pattern. 
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DARTS — IN PLAIN KNITTING AND PATTERNS 


PLAIN 


Card release set to @. 

Carriage settings are: 

1. Tension Dial to 7, 

2. Side Levers to FRONT, 

3. Cam Lever to center o. 

4. Front Levers to |, 

5, Arm Levers to ¥. 

Cast-on open edge 60 neeédies and knit 24 rows, 
The carriage is at the RIGHT and the Row 


PATTERNING 


settings as for plain knitting, 

Cast-on apen edge 60 needles and knit 6 rows, 
Carriage at LEFT, Set card release to 7. 
Take card 3 and insert it- A at RIGHT bottom - 
Into the pattern panel. Secure card ends, 

Turn card until 56 shows at Row indicator, 
Knit pre-setting row 56 to the RIGHT. 

How indicator shows 1 and Row Counter 8, 
Set Side Levers BACK, lcave card release to w . 


Counter shows 30, Set Cam Lever to T and knit 2? rows, 


Row indicator shows 23 and Row Counter 30, - 
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Carriage is at RIGHT. | 
Holding the knitting against the machine, push 4 needies at LEFT edge of knitting tram B to [ 
position, Make sure BOTH Front Levers are set to |, Knit 1 row to the LEFT, PAST the pattern 
panel when knitting a Stitch pattern and past the needles in B position for plain Knitting, 
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The 4 needles in D position at the LEFT have NOT been knitted and the yarn lies on top of these needles, 
Take the yarn UNDER the INSIDE needle in D position and lay it over the other 3 needies in D position. 
Now push 4 needles at the R GHT to D position, Knit 1 row to the RIGHT, 


NOTE: When knitting Fair Isie patterns, bring BOTH threads UNDER the INSIDE need 
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Take the yarn under the 4th needle INSIDE the knitting at the RIGHT and on top of the other 3 
needics in D position, At the LEFT bring 4 more needles from B to D pasitian (see photo). 
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DARTS — IN PLAIN KNITTING AND PATTERNS 


NOTE:PLAIN KNITTING, Move the carriage past the needles in B eosition, but tar enough to work 
the Row Counter. 
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Knit 1 row towards the LEFT. Take the yarn UNDER the 8th needle inside the knitting in D position and 
let itli@ on top of the other 7 needles, 


Bring 4 more needles at the RIGHT into D position. 
Knit 1 row. Take the yarn UNDER the &th needle inside the knitting at the RIGH |. 
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Proceed as above until you have 12 needles in the center of the knitting in B position, The carriage is 
at the RIGHT, 

PLAIN. 

Using the straight edge Needle Pusher, bring the needles at LEFT of center from D to C position, 
Knit 1 row towards the LEFT, The Row Counter shows 43, 


PATTERNING, 

Move the carriage turther to the RIGHT — PAST — the needles in D position, Break the yarn and fasten 
the new end on te the Table Ciamp. 

The row indicator shows 35 and the Row Counter 42, Using the Transler Tool, bring the needles fram 

D to B position, The stitches are in ihe needle hooks, Continue knitting, After finishing, you can secure the 
the loose thread to the wrong side of the knitting. 
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PLAIN. 
The needles from © position are knitted back to B position. Push the needles at the RIGHT from D ta 
C position. 


Knit 1 row. These needles are also knitted back to B pasition, . 
Knit another 8 to 10 rows, You can see quite clearly where the darts have been knitted, 


3 DIFFERENT SHOULDER SHAPINGS 


PLAIN 


Card release to @ . 

Carriage settings are: 

1. Tension Dial to 7, 

2, Side Levers to FRONT, 

3, Cam Lever to center 0. 

4. Front Levers to I. 

5, Arm Levers toy . 

Cast-on open edge 30 needles and 
knit 29 rows, 

The carriage is at RIGHT and the 
Row Counter shows 30. 


PATTERNING 

Same settings as Tor plain knitting, Cast-on open 
edge 30 need'es and knit 6 rows, 

Carriage at LEFT, Row Counter shows 7. 

Set card release to W and Side Levers BACK, 
Take card 3 and insert it- A at RIGHT bottom. 
Secure ends of card and turn 56 to row indicator, 
Knit pre-sétting row 56 to the RIGHT, 

Row indicatar shows 1 and Row Counter 8, 

Set Cam Lever to T and knit 22 rows. 

Row indicator shows 23 and Row Counter 30, 
Carriage is at RIGHT, 


METHOD 1. 


Knit 1 row to the LEFT, 

*At LEFT, cast-off 5 stitches, knit 2 rows.* 
Repeat fram * to * 4 mere times, 

Row indicator shows 34 and Row Counter 41, 
Cast-off the remaining © stitches and break 
the yarn, 


METHOD 2, ® 


Cast-on and knit as above until Row Counter 

shows GO + In Stitch pattern, row Indicalor 23, 

Front Levers are set to |, 

*At LEFT, bring 5 needles ta D position, Knit 
to LEFT, bring yarn under inside needle in O 
position, Knit to RIGHT.* 

Repeat from * to * 4 more times, Carriage at 
RIGHT, 

Row indicator shows 33 and Row Counter 40, 


set Tension Dial to 10, 

Using stralaht eage Needle Pusher, bring the 
25 needies back to C pasition, 

Cam Lever to center, knit 1 row to the LEFT, 
Using Latchet Tool, casi off all stitches, 


METHOD 3. 


same as Method 2 until you have 25 needles in 
D position. Row Counter shows 40 and if doing 
Stitch pattern, row indicator shows 33, 

Using straight edge Needle Pusher, bring the 25 
needles from D to C position, 

Cam Lever to center, knit 1 row to the LEFT, 
The needles are knitted back to B position, 
Remove main yarn and thread waste yarn, 

Knit several rows of waste yarn and remove the 
knitting from the machine, 


When Ttinishing the garment, unravel the rows of 
waste yarn and graft the shoulder seam, 
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BUTTONHOLES FOR SMALL BUTTONS 


If you are using a thin yarn, the buttonhole over 2 needles will be quite small, 
A thin yarn knitted on Tension 5 will give about 1/4 inch Suttonhole, 

Heavy yarn knitted on Tension 10 will give a buttonhole about 1/3 inch. 
Decide the position of the buttonhole., 


Where a buttonhole is required - lranster 1 stitch 
to the adjacent needle arn each LEFT and RIGHT 
side, Leave the empty needics in B position. 


Knit 1 row- the yarn {ies loosely over the ? 
empty needle hooks, 


6 
Bring these empty needles to D position and then 
back to B pasition - leaving the loose thread in 
front af the Sinker Gate, 


Bring the LEFT needie a little to the front, just 
out of the Sinker Gate, open the latcn so thal you 
are able to wind the thread in a counter clockwise 
direction around it. 


Pull the needle back to B position, Repeat the 
same with the second needle, 


Lay the Nylon Cord acrass the naw loops and the 
stitches of the adjacent needles on each LEFT 
ang RIGHT side- between the needle hooks and 
the Sinker Gate, 


Pull both ends of the Nylon Cord down and knit 
2 to 3 rows, 


Pull the Nylon Cord out of the knitting, 
Continue knitting and reoeat the buttonhole 
where required, 


LARGE SINGLE BUTTONHOLE 


Tomake this buttonhole you will need a thread about 10 inches iong o7 the same 
yer d you. are kitting with, 
erie the position o* the buttonhole - you will knit it over 7 needles. 
ln the slagran they are mumbered from 1 to /, 


Push neeci/e 1 from B to D oasit'an, The stitch 
wi | slice behind the latch and the hook is 
empty, 
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Hang the ‘oose thread of yarn across lhe eraty 


hack and pull the needla sack to 3 position, 
You | vy knitted T stitch by hand with 
fafatafatatatatati at bene now knitted T stich by hand wi 


tl a 1 YT I yi] \s Cy A I 1 Push neadie 2 to D position ana knit in the 
fatatatatarar, ‘iat ae ee thread in the same way. 
talafatatatatg)sinta! 


| A 
Gi, a n C7 


Yi 1 fj W tl i it Now transter tne stitch fram needie 2 aon to 


Ys 4 
| needle 3. 
ieee rt intat Pirsh needle 3 (which has 2 stitches! up to Oo 


mosi tion, 


LARGE SINGLE BUTTONHOLE 


Lay the yarn across the analy hook and bret Piete 
€ \e Nal Ne dle S cack to B position, You hawe culied the yarr 
1 | t yi ul yi ye me oi i} through both sit hes, 
é’ 4 ae 
‘3 


Vatatatat, 
Tetaratarerstiite 


Tra pee tne sitich of reedle Son lo neste 4, bring 

neecie 4 un to D position and vantiniie binging of 

stitches until 5 needles are eipty ans 4a mew stitin 
on needle 7. 


The 5 empty needies are in 8 pas ction, Giaen tne 
featscr ies i: these neec dCs Bring teecle to ¢ Hille i 
ir the fromi, Lust auto F the Sinker Gate ana sind the 
2 || Yi et OE EE ERE Ee ee cae 
= ey ti yar ina fountorcloc<wise Giree tion Lows ¥ 
alah \e ‘oie antl ru around it, Pull the reedie sack to} position, 
meta ten Recical with neecle 5 4.5, 2 ancl ¢ 
ve e oy a'a'te'e'! had t SOIGaL vv Tete ed Ory aa, ee . | 
ae lhe néedias with the mew loaps piiétac in line 
with ali other need es, 


Take the es Cord ana lay it across the loons at 
tne / needles, bety tag! the needle hooks anil the 
Sinker Gate, Pall t the Nylon Cord dewen at | oh 
encs ana knit 2 rows, Pal oud the Nylon tard, 
The puttenhote 1s naw coniplcted, 


NOTE: You can use this miethad to imake ad piiticy 
hoieof amy size by Increasing Or dic reas 
Ing Ihe number of stitches that are tourna 
ott, 


THE DOUBLE BUTTONHOLE BAND 


This puttonhole can be knitted as wide as you wish - and it can be used fora 
sosarately knitted cardigan band. 


Fora jacket or cardigan band, cast-on 2? needles closed or open edges and knit 
20 rows using a Stitch sive 2 points TIGHTER than used for the main garment, 


starting from the RIGHT - bring needles 6, 
7, 8,9, 16, 17, 18 and 19 from B to D position 


Lay the contrasting thread over each black of 
4 needles in D position. Hold both threads 
down while carefully pushing the ? groups of 
needles back to C position until the latches 
clase over the thread. 


AY 


“i 


4 it} yu u a t i " ‘| Now let the threads hang down and starting 

: hn 1; Le rT tit with the first needle frarm the RIGHT in C 

7 ft f te + i r position, push the needles back - one by one 
Arg te Wy tigi at at until BOTH groups of 4 needles have nand 


tulad tatatat fayati 


knitted stitches and are in B position. 


nl} Nea!) “acc! ‘weed! ese 
ree ee TAD 


An 7 Knit 1 complete row, The contrasting thread 
tetat tatavatgiatall should now be knitted in as shown jn this 
Pore (tat illustration, 


J f J ‘ 4 tat Knit the required number of rows and repeat 
vr * rataey ‘ ; the buttonhole. 
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FINISHING THE DOUBLE BUTTONHOLE BAND 


The line shows where the cardigan band 
will be tolded back, 

The stitches shown In red are those 
which you knitted in by hand, 


Stearn the band and pull out the contrast- 
ing yarn from the band. 

Thread up tapestry needle with matching 
yarn and secure thread inside of band, 


Fold band, have the edge with the 3 
stitches at the top, 

Finish buttanhole as shown tn the 
following 14 diagrams. 


FINISHING THE DOUBLE BUTTONHOLE BAND 


1. This is your bultonhole band completed. 
2, Sew the edge wth 5 stitches on to front of garment using Mattress stitch, 
3. Turn out wrong side of garment and catch down to the sean the narrow edge of the Buttonhole band. 
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Helpful Finis, 


How to change a needle 
Maintenance of machine 


Repacking the machine . 


General Index . 
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USEFUL HINTS. 


CASTING—ON PROBLEMS: 


When you cast-on it is necessary to begin with a Tension of / or higher, 


This gives you a large loop between the Sinker Gate and the needle hoox, When you lay the 
Nylon Cord across these loops, it is easy for you to pull the Nylon Cord well below the necdle 
hooks. Therefore the hooks can pass the Nylon Cord when knitting the next row, 


If the stitches of the first row are too tight or if you do not pull the Nylon Cord down EIGHT LY, 
then when you knit the next row, the Nylon Cord may be knitted in or the carriage may jam, in 
either case you will have to cast-on again, 


STITCHES NOT KNITTED AT THE EDGES: 


If you return the carriage BC FORE the Sinker Arm plate HAS PASSED THE LAST NEEDLES IN 
B POSITION, it is possible that the first stitches in the row may NOT knit. 


DROPPED STITCHES AT THE EDGES: 


Dropped stitches will occur at the sides of the knitting if your Yarn Brake is not properly threaded 
and your Take-up Spring is NOT automatically laking up all slack yarn between the Feeder mouth 
and the needles. Loose Joops may also form on the sides, 


Dropped stitches or loose loops may occur at the sides of the knitting if you move the carriage TOO 
far past the knitting after knitting a row, TOO MUCH yarn is pulled from the Yarn Brake and you 
have slac< yarn between the carriage and the knitting. 


This can be easily avoided if you just pull down any slack yarn fram behind the Yarn Brake or if you 
move the carriage just until the Sinker Arm plate has passed the last of the needles in knitting position, 


DROPPED STITCHES IN PLAIN KNITTING: 


Can be caused by: 

Too loose or too tight a Tension, 

A Tension unsuitable for the pattern, 
Yarn not suitable for the pattern. 


DROPPED STITCHES WHEN DOING STITCH PATTERNS: 


It can happen that you nave dropped stitches when knitting Fair Isle or Lace patterns, 
In this case check if the thread of colour 2 or the nylon thread 1s properly threaded in Feeder 2 and 
at the LEFT of the Feeder Guide pin. 


Dropped stitches can also be caused by a knot in the yarn, or by yarn which has been badly or tou 
tightly wound, thus preventing the smooth flow of the yarn tram the ball to the knitting, 
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USEFUL HINTS — REPAIRING A DROPPED STITCH 


As soon as you notice a dropped stitch, you should repair it at once, 


If the dropped stitch is only 1 row back use this method. 


Insert the Transfer Tool inside the dropped stitch. 


Hook the Transfer Tool into the empty necdle, 
Lift the loose bar of yarn and the stitch an to 


the empty needle. 


4 = : 
jis its lkss tnt 
totetatetatal 


First, push the needle up to D position, then pull 


There is now 1 stitch and 1 bar on the empty needle. ; 
the needle slightly back - just until the bar and 


With your single Transfer Tool, lift the loose bar 
of yarn over the latch INTO the hock and leave 


the stitch BEHIND the latch, 


Push the needle further back to A position to 


enable it to form a bigger stitch. 


the stitch are behind the latch - then STOP, 


WRWA ; 
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Pull the needle back down to B position thus 
pulling the bar of yarn through the stitch. 


8 
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Pull your knitting down and sideways until 
gradually the newly repaired stitch assumes the 


same shape as all other stitches. 


—81— 


a eel) = oan ine 
fy SSE BESET he 
P| a | | oe 


iu) : = 
I! 


| 


shod veal hacel peal 


5 5) ea ih as; 
dl Cs oz ee 
=.= 


t 


22> =. 23 =e 
Hiceliecally- ofl call, <cl 


al a 


| 
iz TE sa 
il "hPa 


mes 


E ail i4 1 
La 

ween yo au ie 4 

ded 

om 


=> 


USEFUL HINTS 


lf a dropped stitch is several rows back then follo. 
this method, 


Insert the Latchet Tool from behind your knitting 
through a stitch a few rows below the dropped 
stitch, 


Undo stitches down to the Latchet Tool by pull- 
ing down on the Latchet Tool, 


Push the Latchet Tool towards you so that the 
stitch comes behind the latch, and the hook 
catches the cross thread, 


Draw the Latchet Tool back, The cross thread 
is trapped in the closed latch. Pul! the cross 
thread through the loop thus forming a knitted 
stitch, 


Push the Latchet Tool towards you until the stitch 
is behind the latch, 

Catch the next cross thread in the hook and pull it 
through the stitch. 

Repeat until you reach the top. 


Pull the last stitch rather tight to make a bigger loop, 
Insert the Transfer Tool into this {oop from the 
tront, 

Carefully pull the Latchet Tool out of the stitch 
and with the Transfer Tool replace the stitch on to 
the needle, 


USEFUL HINTS 7% ° 


UNRAVELLING 


IT MAY BE NECESSARY TO UNRAVEL — 
If you have knitted too many rows, 
If you have made a mistake in the knitting. 


If your carriage jarns and it is necessary to release the carriage and restart the row 
where the fault occurred, 


If you have more than one dropped stitch in the middle of a row, it is much easier 
to unravel 2 or 3 rows and then just lift the dropped stitches back on to their 
respective needles. 


TO PRACTICE UNRAVELLING — Cast-on 40 stitches in the normal way, 
Knit 20 rows finishing with the carriage at the 
RIGHT. 


TO UNRAVEL 4 ROWS PROCEED AS 
FOLLOWS: 


Remove the yarn from the Yarn Feeder, 


Hoid the knitting with your left hand and with 
your right hand pull the yarn sideways as illustrated, 


NOTE: When unravelling Fair isle, Weaving 
and Lace patterns, you will have to 
unravel TWO threads. 


Lift the yarn uowards and very slightly backwards 
and you will notice that the stitches of the previous 
row automatically slide back into the needle hooks. 
Bring the needles back to B position. 

Repeat pulling the yarn and lifting the stitches of 
the previous row into the needle hooks until you 
have unravelled 4 rows. When unravelling from the 
LEFT you must pull the threacl towards the LEFT. 


After unravelling rows - bring all reedles in a 
straight line in B pasition, 
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UNRAVELLING 


When you have unravelled a few rows, this will leave quite a considerable length of loose yarn, Thread the 
yarn back into the Yarn Feeder, Pull back all loose yarn down from the Yarn Brake on to the ball of yarn 


as shown on Page 21. Move the carriage nearer the needles in B position, pull down the slack yarn behind 
the Yarn Brake and proceed to knit, 


DO NOT FORGET TO SET BACK THE ROW COUNTER FOR THE NUMBER 
OF ROWS UNRAVELLED. 


YOU CAN ONLY UNRAVEL WHEN ALL YOUR STITCHES ARE INSIDE THE 
NEEDLE HOOKS. 


lf for any reason, one or more of the stitches are not in the 
needle hooks and are behind the latches, hang the Transter Tool! 
in the needle hook, Pull the needle into D position. 


\ At Push it back to A position, the stitch is on the Transfer Tool, 
Aimiti Pull the needle into B position. 


“ 
“ee 2, Qs 4 < Raise the Transfer Tool and let the stitch slide inte the needle 
ee ne a hook, When you have brought all needles to B position this way, 
a a ee then you may start unravelling. 
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THE CARRIAGE IS HARD TO MOVE IF — 

be The yarn is wound too tightly and does not flow easily into the needles. 
The yarn you are using is too bulky or too heavy, 
The yarn |s not suitable for the pattern which you are knitting, 

?, The Tension {stitch size) is either too loose or too tight. 


3. Your machine is dirty or needs oiling, 


A, The Yarn Brake has been incorrectly threaded, 


5, The yarn has tangled in the Yarn Brake during knitting, 
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USEFUL HINTS - IF THE CARRIAGE JAMS 


SOMETIMES THE CARRIAGE MAY 
JAM IN THE MIDDLE OF A ROW, 

IT IS NOT SERIOUS — BUT DO NOT 
FORCE OR HIT THE CARRIAGE TO 
GET IT LOOSE — PROCEED AS 
FOLLOWS: 

# = 1. Loosen BOTH thumb screws on the Sinker 
baeeiery te Arm until they are wide open, 


?. Raise the Sinker Arm UPWARDS, 


oF Mv ny ifd f 


aa SHER gs ged ™ | ptaessthte se es . 

stat a . Pi a | 3. Ensure there are NO NEEDLE HOOKS 

Taerenvemerpesterten 2210/0718 om CAUGHT IN THE YARN FEEDER, 

4. Pull the Sinker Arm TOWARDS you - 
removing it from the carriage, 

5, Remove the yarn from the Yarn Feeder, 

6, If knitting a Stitch pattern, set Cam Lever 
to centre 0, 

7. Set BOTH Side Levers to the FRONT, 

8, Lift the handle BACKWARDS, the carriage 
handle will raise, 

9. 


direction in which you were knitting } hold 
the Side Lever to the FRONT, litt the 
carriage plate and slide the carriage OUT of 
the knitting, lower the carriage plate. 


10. Carefully unravel the already knitted 
stitches, Using Transter Tool, bring the 
needles from C to B position, {opposite 
page). 

11. Turn pattern card 1 row BACK (20 to 19) 
and set card release to @. 
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12, Lift the carriage plate UP and move the 
carriage to the opposite side of the 
knitting. 
13. Attach Sinker Arm to the carriage and re- 
thread the yarn, check the yarn tension, 
14, Set card release to¥. 
AES 15. Set Cam Lever to required pattern position 
AAA and set Side Levers BACK, 
= 16. Set Row Counter 2 rows BACK and continue 
knitting, 


REASONS WHY THE CARRIAGE MAY JAM 


THE YARN MUST ALWAYS FLOW SMOOTHLY AND EASILY INTO THE 
NEEDLES AS THE CARRIAGE IS MOVED ACROSS THE NEEDLE BED. 
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IF FOR ANY REASON THE YARN CANNOT FLOW INTO THE NEEDLcS, THE CARRIAGE 
WILL JAM IMMEDIATELY, 


It may be blocked at points A,B,C, Dor E if it isnot correct’. —.readed or if there is a large 
knot in the yarn or if the yarn is twisted around the poinis Just mentioned (see photo). 


Underneath the Sinker Arm Assembly are 4 brushes F. 
The varn may become caught in the brusn wheels F if there is any slack yarn between the Yarn 
Feeder E and the needles, 


It is easy to find out why your carriage jammed. Pull the yarn below the carriage down. If it does 
not flow smoothly then check all points mentioned above. 


If the yarn does flow smoothly - the reason for the jamming is NOT ABOVE the carriage. 


Check the brushes below the Sinker Arm Assembly to see if there is yarn twisted around them, 
Move the carriage away from the knitting and place the Sinker Arm Assembly back on to the 
carriage ensuring that both thumb screws are tightened. When you unravel the last row, check 
the yarn Tension, Make sure the yarn is on the Sinker Arm plate and continue knitting. 
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THE RELATION BETWEEN THE 
CARD AND THE MARKINGS ON 
THE NEEDLE BED, 


On the needle number pi. «2 are markings 
Xand©. 


X indicates the center of the punch card. 


© indicates the width of the card ( 24 
needles }), 


Between the markings X and are 12 
stitches, which is HALF the width of the 
card, 


These markings can be very useful to 
adjust the pattern at the edge when 
knitting panels, 


———— 24 


Center 


THE CARRIAGE IS ACCIDENTALLY PULLED OFF THE NEEDLE BED WHEN DOING 
STITCH PATTERNS — GIVE PATTERN MEMORY BACK AS FOLLOWS: 


In the above case set card release to ® . | 

Remove the yarn from the Feeder, Set carriage on to the needle bed at the opposite side, Set Cam Lever to 5, 
oeat Side Levers to FRONT and Front Levers to |, Move the carriage over the knitting to the other side, 

Set Card release to W Cam Lever to pattern position, Side Levers BACK, Raw Counter 1 raw BACK, 

thread yarn and continue knitting. 


ei Operation of touch 
: lever 


Perforated area of punch- Unperforated area of punched card 
ed card (Touch lever ris- (Touch lever lowers) Needle goes 
es} Needle comes out back 


Tucked | | 
Tuck knitting | Knit (Non-knitting, yarn is aver the 
hook} . 
slipped 
Slip stitch Knit (Non-knitting, yarn crosses in 
_ a ee Fe front) 
Fair Isle Knit with yarn from yarn | Knit with yarn from yarn 
(Knit-In) feeder 2 feeder 1 
Pa Weaving yarn is threaded Weaving yarn is threaded 
Weaving above. below. 
. ascii ed - ; Knit nylon thread and yarn 
Punch lace knitting Knit nylon thread. ee. * 
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THE YARN IS WOUND AROUND THE 


BRUSH WHEELS. 

if you have yarn caught around the Brush Wheels 
below the Sinker Arm, remove the Sinker Arm 
from the carriage as explained on Page 85, 


Turn Sinker Arm upwards and push the Brush 
Wheels as illustrated, Pull the yarn off the Brush 
Wheels, 


Return the Brush Wheels below the Sinker Arm 
and attach the Sinker Arm to the carriage, 


If you move the Brush Wheels too much out 
of the Sinker Arm, the little white wheel may 
fall off it’s stud, but it very easy to replace it. 


THE YARN ENTANGLED IN THE 
PATTERN MEMORY. 


While knitting- ALWAYS have the imediate rear 
of the machine clear of yarn, 


But still it happens that sometimes the thread 
get's entangled inside the pattern memory. 


This will of course result in faulty pattern 
knitting, 

Move the carriage HALFWAY off the needle bed 
to free the required pattern memory, 

With your Latchet Tool, carefully pull the yarn 
from the inside. 


THE RELATION BETWEEN THE PUNCH 
CARD AND THE TOUCH LEVERS, 
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If the card release is set to @, the touch levers show 
the pattern setting you will knit next. 


If you wish to see the setting of the previous row, 
turn the card 1 row BACK and set the card release 
to @. 


2 gegen 


NOTE: When the card release is set to @ , the 
feeding dial will NOT operate, 
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CHANGING A DAMAGED NEEDLE 


LATCH 


Needles with damaged latches will cause faulty knitting 
or dropped stitches and therefore must be changed. 


The needle latch must move easily and lie flat over the 
needle hook. 


lf the damaged needle is at the LEFT half of center - 
mush the raised end of the copper plate inte the 
needle bed at the LEFT. 


The needle retaining bar is now gushed cut of the 
needle bed at the RIGHT and you can pull it out 
of the needle bed until the damaged needle lies Tree, 


Push the damaged needle by the butt up to D position. 
With your thumb, push the needle hook down as shown, 
unless the needle is badly worn the heel will litt out 

of the needle bed. lf NOT, use the work hook, 

Slide it inside the needic bed from the top and bring 

the shank of the needle below the opening of the needle 
bed to let it come out, Hold the heel of the damaged 
needle, close the latch, and pull backwards out of the 
needle bed, 


Open the latch of the new needle and slide it into the 
groove of the needle bed as shown by the arrow, 

The needle must come to D position, Then you let 
the shank slide into the needic bed, move the needle 


backwards to A position. 


Check that the needle slides smoothly in the needle 
bed fran A to D position. 


Now insert the needle retaining bar inside the needle 
bed as shown. 
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MAINTENANCE OF THE MACHINE 
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To clean the machine - remove the carriage fram 
the needle bed completely, 

Bring all needles up to D position and with the 
remove all lint from the needle 
number plate. 


Remove any lint that may be around the brushes 
below the Sinker Arm Assernbly, 


With a paper tissue or a soft dry cloth remove oil 
from Guide Rail of machine and from below the 
carriage. 


When starting to knit - slide the oil bottle along 
the Guide Rail of the machine, the needle butts 
and the front guide of the needle bed. 


The dotted line shows you where the parts below 
the carriage need oiling before knitting. 
Oil tightly. 


REPACKING THE MACHINE 


Remove the Sinker Arm from the carriage 
front, 


snap the handle down flat on the carriage. 


Lift the Row Counter tripper and turn to the side, 


Fasten the carriage to the LEFT side of the needle 
bed with the lock plate, 


If necessary, remove ihe card fram the 
pattern panel and sct card release to @. 
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REPACKING THE MACHINE 


oe 


Remove the Yarn Brake and turn DOWN the Take- 
up Springs, Place it under Spring A in cover. 


Place the Sinker Arm Assembly below =e A 
Close Spring A, 


lf necessary, replace Rib Frame into cover. 
Insert the Yarn Brake Rod from ET into holder 
then down into clip, 


Remove both Table Clamps tram machine, clase 
them and place in Accessory Case. 
Place all other little accessories into case, 


Close the Accessory Case and place it on to 
needle bec as shown, 


Place cover over machine, short side towards the 
back of machine, Lower the longer end below the 
machine and close tn direction of the arrow. 


Clos? both catch locks on rear cover of machine, 


Tuck Stitch patterns. 


Slip Stitch patterns 
Weaving patterns . 
Lace patterns. . 


Fair Isle patterns , 


KNITTING 
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INSERTING THE PUNCH CARD 
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The twenty cards {each a different pattern) are 
numbered from 1 to 20 and have markings A — 
B —C and D at the sides, 


Usually side A is inserted into the pattern panel, 
BUT if you wish to knit a pattern upside down 
as You could do with card 10- insert C or Dat 
RIGHT side bottom into the pattern panel, 


Take the card guide pin from the accessory case 
and Insert it into the little hale at the rear of the 
pattern panel, 


NOTE: WHEN INSERTING A PUNCH CARD 
MAKE SURE THE CARD IS NEVER 
CROCKED OR FOLDED, 


Set card release to ¥. 

Take card 4 and hold A at RIGHT side bottom. 
Insert the card into the pattern panel - adjust 
the red lines to the front of the card slit, 


Turn the feeding dial towards you until the card 
comes out at the back of the pattern panel. 
Continue turning the card UP until it is half 
way through the pattern panel, 


Overlap the ends of the card, the end facing you 
comes on top of the back end, 

Fit the TWO hales at the edges and join the ends 
with the little green card clamps as shown, 


BE SURE TO ADJUST THE CARD AT THE 
ENDS BEFORE YOU FIT THE CLAMPS TO 
THEM, 


Turn the feeding dial towards you until row 60 
appears at the row Indicator. 

set card release to@. 

Row 60 is the pre-setting row, when you slide 
the carriage to the RIGHT, raw 1 will then be 
at the row indicator and also jnside the LEFT 
side pattern memory of the carriage, 


SQ ALWAYS HAVE THE LAST ROW OF THE 
CARD AT THE ROW INDICATOR before 
knitting the pre-setting row to the RIGHT, 


Sometimes the instruction for a pattern may 


‘indicate a different number as pre-set row, in 


this case only you set the card with a different 
number to the row indicater, 
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KNITTING — T — TUCK STITCH PATTERNS 


In Tuck Stitching, the needles creating the pattern hold the thread rather than knitting the stitches. 
Alternating colors in Tuck Stitch patterns can give you the effect of Fair Isle patterns, 


Colored Tuck Stitch patterns are knitted as the normal Tuck patterns, ONLY you change the colours in the 
Yarn Feeder 1. TWO colors can be threaded through the Yarn Brake, If you wish to use.a third color, it hanges 
down from the side of the knitting. 


When col. 3 is to be knitted, thread it in Feeder 1 and hold it on top of the carriage as for knitting in the Nylon 
Cord, Hold col. 3 with your LEFT hand and with your RIGHT hand move the carriage across the knitting. 

Let the yarn slide through your fingers as it is needed to make the stitches. PULL UP the yarn at the beginning 
of each row to avoid it to get entangled around the brush wheels, just until the carriage has made contact with 
the needles in knitting position, 


Card 4 is inserted and card release set to@. 

Make an open edge cast-on over 60 needles and knit 
6 rows, carriage at LEFT, Row Counter shows 7. 
Set card release to Wand knit the preset row to the 
RIGHT, 60 has disappeard from the row indicator 
and is replaced by 1, This row of pattern is now 
pre-set in the LEFT side pattern memory . 

Side Levers are set BACK - Front Levers to ||. 

Arm Levers are set to ¥, 


NOTE: When doing partial knitting, the Front Levers 
are set to I, 

Leave card release to¥, set Cam Lever to T, 

Insert claws through the edges of the knitting. 

Knit 20 rows and move the claws up and insert them 

through the last rows, 


Card 1—A,. Co 


. 1-green, 1 Pat. = 2 sts, 2 rows. Card 2 — A, Col. 1- blue. 1 Pat, = 4 sts, 4 rows, 
This pattern is knitted using a Tension 2 to 3 
Tension Numbers TIGHTER than used for plain 

knitting. 
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Card 3 — A, Col. 1- red. 1 Pat, = 4 sts, 8 rows, Card 4— A, Col. 1- green, 1 Pat. =4 sts, 4 ‘ows. 
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KNITTING — T — TUCK STITCH PATTERNS 


Card 12 — ie Col, ake red, | Pai =15. sts, 94 rows, 
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Card 7 — A, Col. 1- blue. 1 Pat, = 2 sts, 4 rows, 


Card 18 — A, Col. 1- btue. 1 Pat.=24 sts, 44 rows, 


KNITTING — T — TUCK STITCH PATTERNS 


* Means repeat the instructions fram this point. 


Card 19—A, Col, 1 - green. 1 Pat,=24 sts, 24 rs, Card 4—A, VARIATION 1. Col. 7 - grey. 
] Pat. = 4 sts, 4 rows, 
After pre-set row 60-1 — card release to@. 
* Knit 3 rows, Cam Lover to T. 
Knit 1 row, Cam Lever to center 0, 
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Card 6 — A. VARIATION 1. Col, 1 - green, Card 6— A. VARIATION 2, Col, 1 - yellow. 
1 Pat, = 6 sts, 4 rows, 1 Pat. = 6 sts, 12 rows, 
After pre-set row 48 — 1, set card release to @, After pre-sel row 48 — 1, card release to @, 
* Knit 3 rows Cam Lever to T, Knit 5 rows Cam Lever to T, 
Knit 1 row Cam Lever to center 0, * Turn ecard 8 rows UP - card release to@, knit 6 rs, 


Card 10 — A. VARIATION 1, Cal. 1- blue Card 12—A,. VARIATION 1, Cal, 1- yellow, 
1 Pat, = 12 sts, 28 rows, | Pat, = 12 sts, 12 rows, 

After pre-set row 60 — 1, After pre-set row 48 -- 1, 

* Card release ¥, Cam Lever T, knit 10 rows * Knit to 12 — turn card BACK to 48, 


Card release @, Cam Lever 0, knit 4 rows, 
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TUCK PATTERNS USING SEVERAL COLOURS 


* Means reoeat the instructions from this point. 


Card 3 — A, Col, 1 - red, Col, 2 - white. 
VARIATION 1, 1 Pat. = 4 sts, 8 rows, 
After pre-set row 56 — 1, 
* Knit 4 rows col. 1 in Feeder 1. 

Knit 4 rows col. 2 in Feeder 1, 


Card 3—A, Col. 1- brown, Col. 2- pink, Col. 3 - white, 
VARIATION 2, 1 Pat. = 4 sts, 12 rows. 
Aiter pre-set row 56 — 1, 
* Knit 4 rows col. 1 in Feeder 7. 
Knit 4 rows col, 2 in Feeder 1. 
Knit 4 rows col, Sin Feeder 1, 


Card 3 — A, Col. 1 - white, Col. 2 - green, 
VARIATION 3. 1 Pat, = 4 sts, 12 rows, 

After pre-set row 56 — 1, 

* Knit 4 rows col, 2, Cam Lever T, card release ¥. 
Card release @, Cam Lever 0, knit 2? rows col, 1. 


Card 6 — A, Coal, 1- yellow, Col, 2 - green, 
VARIATION 4, 1 Pat, = 6 sts, 16 rows, 
After pre-set row 48 — 1, 
* Knit 8 rows col. 1 in Feeder 1. 

Knit 8 rows col, 2 in Feeder 1, 


Card 6 — A, Col, 1 - white, Col. 2 - blue. 
VARIATION 3, 1 Pat. = 6 sts, 16 rows. 
After pre-set row 46 — 1, 
* Knit 4 rows col, 1 in Feeder 1, 

Knit 4 rows co 
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Card 12 —A, Col, 1 - green, Col, 2- yellow. 


VARIATION 2. 1 Pat. = 12 sts, 24 rows. 


After preset row 48 — 1, 
* Knit 2 rows col. 1 in Feeder 1, 
Knit 2 rows co 


2 in Feacder 1. 
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KNITTING — S — STITCH PATTERNS 


Slip stitch patterns are formed by the yarn thread which remains in front of the fabric instead of being 
knitted, 

Slip stitch patterns are kn'tted using a Tension at LEAST 1 or 2 Tension Numbers HIGHER (LOQSER} 
than for plain knitting, as the thread cause the labric to close up, 


For example, if Tension 6 is used for plain knitting, you need to use Tension 7 or 8 when doing Slip stitch 
patterns, 

Make an open edge cast-on over 60 needles and knit 6 rows, the carriage is at LEFT and the Row Counter 
shows 7. Set card release to F. 


Take card 3 and insert it- A at RIGHT bottom - 
into the pattern panel, 

Secure card ends with clamps. 

| me i Turn feeding dial until 56 is at row Indicator, 
PET PTTTPEVERITYY Canina Oe CU CMU aaah Leave card release to ¥, set Front Levers to II, 
HMMM A URAL Bin Arm Levers are settoo. | 
Knit the pre-setting row 56 towards the RIGHT, 


The row indicator shows 71 and Row Counter 8. 
Set Cam Lever to Sand Side Levers BACK. 
Insert claws through edges of knitting. 


Knit 20 rows - remove the claws from the edge 
and insert them through the top rows of the 
knitting, 

Continue knitting - always bringing the claws up 
after a while, 


NOTE: When doing partial knitting - nave the 
Front Levers set to |. 


Card 1 — A, Col. 1- green, 1 Pat. = 2 sts, 2 rows. 


KNITTING —- S — STITCH PATTERNS 


Card 2 —A, Cal, 


1- red. 1 Pat. = 4 sts, 4 rows, Card 3—A, Col. 1 - yellow. 1 Pat. = 4 sts, 8 rows. 
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Card 7 — A, Cal. 1 - blue, 7 Pat, = 2 sts, 4 rows, Card 8 — A, Col. 1- pink. 1 Pat, = 3 sts, 18 rows, 


Card 9 — A, Col. 1- grey. 1 Pat. = 12 sts, 24 rows, Card 10—A,. Col. 1 - red, 1 Pat. = 12 sts, 20 rows, 


KNITTING — S — STITCH PATTERNS 


_1- blue, 1 Pat, = 8 sts, 24 rows, Card 12 —A. Col. 1- red. 1 Pat. = 12 sts, 24 rows, 


Card 11 — A. Co 


_1-blue, 1 Pat, = 24 sts, 12 rows, Card 16 — A. Col. 1- green. 1 Pat. = 24 sts, 30 rows, 


Card 14—A, Co 
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Card 18 — A. Col. 1- red. 1 Pat, = 24 sts, 44 rows, 


KNITTING WEAVING PATTERNS 


Weaving patterns are one of the fabulous features of your knitting machine, Every kind of exciting yarn 
can be used to make fashionable weaving fabrics, 


As weaving thread you can use any wool or yarn, but as knitting yarn (backing yarn} you should use‘a thin 


to medium quality yarn up to Tension 7, If you use a thicker yarn for knitting, the fabric could be too hard 
and heavy, 


Make an open edge cast-on over 60 needles 
and knit 6 rows, the cerriage is at LEFT and 
the Row Counter shows 7, 

Set card release to w- Front Levers to ||, 
Arm Levers are set toQ. 

Insert card 3- A at RIGHT side bottom - into 
the pattern panel and secure card ends with 
clamps, 

Turn card until 56 is at the row indicator. 
Leave card release to ¥, 

Knit the pre-setting row 56 to the RIGHT, 
Row indicator shows 1 and Row Counter &. 
Set Side Levvers BACK. 

Insert the claws though edges of fabric, 


From the accessory case take the Weaving 
Brush, 


Turn BOTH thumb screws on the Sinker Arm until 
they are wide open, 

With one hand pull the knitting yarn towards you 
and with the other slide the Weaving Brush under 
the thumb screws - BEHIND the knitting yarn. 


This diagram shows you exactly how to fix the 
Weaving Brush, The knitting yarn must be in 
front of the Brush - if you fasten the Weaving 
Brush in front of the knitting yarn it comes under 
the Weaving Brush and you will NOT be able to 
knit, 
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KNITTING WEAVING PATTERNS 


This is the Weaving Brush fitted correctly on to the 
sinker Arm, Fasten the two thumb screws, 


Take any thick yarn as substitution for weaving 
thread and thread it through all LEFT side feed 
points of the Yarn Brake. Fasten the end on to the 
RIGHT side Table Clamp. 


The weaving thread must come down from the 
Yarn Brake in FRONT of the knitting thread, 


Take the weaving thread up at the LEFT side of 
the carriage and then INSIDE the Weaving Guide, 
Pull up the thread a little while moving the 
carriage slightly to the LEFT. 


At RIGHT, bring the end needle to D pasition, 
Knit to the LEFT. 


At LEFT, pull the thread towards you - out of 
the Weaving Guide and towards the BACK, 


Move the thread backwards - underneath the 
Sinker Arm and after passing it under the 
carriage pull it towards the RIGHT. 
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KNITTING WEAVING PATTERNS 


At the RIGHT side of the carriage - bring the 
thread INSIDE the Weaving Guide, 


The picture shows you the position of the weaving 
thread on the RIGHT side of the carriage, 


Bring the LEFT end needle to D position 
and knit to the RIGHT, 


Continue weaving, after a every row remove the 
thread from one side of the carriage to the other 
side and bring it into the Weaving Guide, and alter 
a while move the claws up. 


NOTE: When doing partial knitting, have the 
Frent Levers set to |, bul then bring the 
end needie to C position only, 


Card 1 — A, Col, 1 - white, Thread tweed, 
1 Pat, = 2 sts, 2 rows, 


Card 2 — A, Col, 1- grey. Thread red, Card 3— A. Col, 1- brown. Thread orange. 
] Pat. = 4 sts, 4 rows. 1 Pat. = 4 sts, 8 rows. 
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KNITTING WEAVING PATTERNS 


Card 4—A, Col, 1 - green. Thread yellow, 
|] Pat. = 4 sts, 4 rows, 


-red, Thread white, 
1 Pat. = 4 sts, Grows. 


Card 5—-, 


1 - white, Thread blue, 
1 Pat, = 2 sts, 4 rows, 


Cara 7 = 
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Card 9 — A, Col. 1 - white. Thread blue, 
] Pat. = 12 sts, 24 rows, 


Card 8— A. Col. 1- white, Thread rost. 
] Pat. = 3 sts, 73 rows, 


1-bluc. Thread wrlte 
' Pat, = 6 sts, 24 rows, 


KNITTING WEAVING PATTERNS 


* Means repeat the instructions from this point. 


Card 14— A, Col, 1- white, Thread green. 
1 Pat. = 24 sts, 12 rows. 


Pe se 


Card 18 — A, Cal, 1- white, Thread blue, 


Card 1 — A, Col. 1- yellow. Thread green. 
VARIATION 1. 1 Pat-= 2 sts, 1 row. 
After pre-set row 60 — 1, 

* Continue weaving Card release to @ . 


Card 16 — A, Col. 1 - white. Thread coloured, 
1 Pat. = 24 sts, 30 rows, 
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Card 19—A,. Col. 1 - white, Thread red, 
| Pat. = 24 sts, 74 rows, 


t 


Card 3 — A, Col, 1- white. Thread coloured, 
VARIATION 4, 1 Pat. = 4 sts, 4 rows, 

Same as for card, but the coloured yarn gives you 
anew pattern effect, 


KNITTING WEAVING PATTERNS 


* Means repeat the instructions from this point. 


Card 3— A, Col. 1- black. Thread tweed. 
VARIATION 5, 1 Pat. = 4 sts, 1 row. 
After pre-set row 56 — 1, 

* Continue weaving with card release to@, 


Card 1{ —A. Go 


.1-green. Thread yellow. 
VARIATION 1. 1. Pat. = 8 sts, 10 rows. 
After pre-set row 7 — 8, card release to Ww. 
Weave 9 rows — card at 17, 
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card to ? — weave 10 rows, 
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Card 14—A, Col, 1- green. Thread orange, 
VARIATION 1. 1, Pat, = 24 sts, 24 rows, 
After pre-set row 60 — 1, 

* Weave 7? rows Card release lo ¥., 

Weave 2 rows Card release to @, 
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Card 9 —A, Col, 1- white. Thread green, 
VARIATION 1, 1 Pat, = 12 sts, 30 rows, 
After pre-set row 48 — 1, 
* Card release to @ - weave 6 rows, 

Card release 


yeti heal 


to W- weave 12 rows. 
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Card 11—A, Col. 1- grey. Thread red. 

VARIATION ?, 1 Pat, = 8 sts, 48 rows. 

After pre-set row 46 - 1, 

* Weave 4rows Card release to ¥ . 
Weave 4rows Card releaselo @. 


Card 16 —A.Col, 1 - white, Thread red, 
VARIATION 1, 1 Pat. = 24 sts, 60 rows, 
After pre-set row 60 — 1, 

* Weave 2rows Card recicasc to w. 
Woave 2 rows Card release to @. 


KNITTING — L — LACE PATTERNS 


Punen-Lace knitting isa unique feature of your Knitting machine, 
By keilling a transparent nyion thread at ihe same time as your normal knitting yarn - 
beautitul lace can be made. 


Make an open edge cast-on over 60 needles and 
knit 6 rows, carriage at LEFT and Row Counter 
shows 7, 

Set card relcasc to F. 

Take card 15 and insert it- Aat RIGHT bottom - 
into the pattern panel, Secure onds with clamos, 
Turn card until 48 shows at row indicator, 

lcave card release to W. 

Set Side Levers BACK - Front Levers to 


Take a roll of transparent nylon thread and thread 
i? through all LEFT side feed points of Yarn Brake, 


BUT — TURN IT ONCE COMPLETELY AROUND 
THE YARN BRAKE CENTER — otherwise the 
nylon thread will have NO TENSION, Adjust Yarn 
Grake, Tension for nyfon thread to 5. 


The Tension Dial of the carriage is ALWAYS set to 
suit the yarn knitted through Feeder 1, Insert 
the CLAWS THROUGH THE EDGES af the knit 


ting , 


ee ‘ ae ape ean wy 
Peck oben AER ete 
ayers 


lavarrcontsetaai ppt To secure the nylon lhread properly, knit it in the 

ue Da esis wi ore-setting row together with the yarn in Feeder 1. 
y so, thread Lhe nylon thread through Feeder 7. 

Knit the pre-setting row to the RIGHT. 

Row indicator shows 1 and Row Counter &, 


CAREFULLY remove the nylon thread fram the 
Feeder 1 and thread it through Feeder 2- make 
sure it Isat the LEFT of the Feeder guide pin, 


Set Cam Lever to L- Arm Levers set lo V . 
Tension Dial is set to suit the yarn in Feecler 1, 
NOT moving the carriage TOO FAST, knit about 
AQ rows of oattern, insert the claws through the 
last rows of pattern, 
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KNITTING 
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mo “9 A. Col, 1 = red, 1 Pat. = 24 sts, 30 rows, 
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L — LACE PATTERNS 


Card 5—A, Col. 1 - oe rat. =4 sts oe rows. 


Card 15 — A, Col, - white, j Pat. = 1? sts, ae i 
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Card 20 — A, Col. 1- blue. 1 Pat, = 24 sts, 54 rows, 


KNITTING — F — FAIR ISLE PATTERNS 


This is a perfect chance to use your own Ideas and talents with colors, study this and the next page care- 
fully and soon you will enjoy the fun and excitement of Multi-color (Fair Isle) knitting, A very wide 
sélection of Fair Isle patterns can be knitted on your machine, 


—— You will be learning how to knit TWO colors in ONE row at a time, 
—— All colorsina Fair Isle pattern MUST be SAME thickness yarn. 


—— The Tension Dial should be set ONE NUMBER HIGHER (LOOSER) than for normal knitting, For 
example, if using a yarn in stocking stitch at Tension 6, for Fair Isle knitting the Tension setting 
should be 7. Always knit a Tension Swatch in the Fair Isle pattern you wish to use before you start 
knitting the garment, 


—— Themain color or Col, 1 is threaded through the RIGHT side feed points of the Yarn Brake and 
through Yarn Feeder 1, 
The second color or Col, 2 is threaded through the LEFT side feed points of the Yarn Brake and in 
Feeder 2, making sure it is well at the LEFT of the Feeder Guide pin. 


—— If knitting Fair Isle patterns with more than 2 colors, just change the colors in Feeder 2 and hold 
the yarn of the additional colors above the carriage as for knitting in the Nylon Cord, 


at sfetad 
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Thread col. 1 through all RIGHT side feed points 
eh River triyy triers of the Yarn Brake and through Feeder 1, 
LAA ELEC NE RS A ea Cast-on open edge 60 needles and knit 6 rows, 


See ae PA Pe ee eee 
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PIRI SEED SIO EO Ua carriage is at LEFT and Row Counter shows 7, 
AW siete tnhesinen Ptasoeehancins SO MA APR Set Arm Levers toQ, 
a : Set card release to W . 
Insert card 20 with A at RIGHT side bottom, 
secure ends of card with clamps and turn card 
unti! 54 shows at row Indicator. 
Leave card release to ¥. 


Take the claws and insert them through the 
edges of the knitting, 


Knit 1 row to the RIGHT, 
Row indicator shows 1 and Row Counter &. 


Thread col. 2 through all LEFT side feed points 
af the Yarn Brake and through the Feeder 2, 
Fasten the end onto the Table Clamp. 


MAKE SURE col 2. is well at the LEFT of the 
Feeder Guid pin, 

Set Side Levers BACK - Front Levers to II. 
Set Cam Lever to F - Arm Lever too. 
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KNITTING — F — FAIR ISLE PATTERNS 


At the RIGHT, bring the first needle to 
D position, | 
Knit t o the LEFT, 


At the LEFT bring the first needte to D 
position, 
Knit to the RIGHT, 


Phiten orese: 
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Continue knitting, LAWAY'S bringing the first 
needle to D position, 


Bring the claws up and insert the through the last 
rows of knitting, 
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NOTE: When doing partial knitting , have the 
Front Levers set to |, but then bring the 
first needle to C position only. 
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Card 1—A, Col, 1- green, Col, 2- grey. 
| Pat. = 2 sts, 2? rows. 
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. l-red, Col, 2- grey. Card 3— A, Col. 1- green, Col, 2 - white. 
4 sts, 4 rows, = 4 sts, 8 rows 
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KNITTING — F — FAIR ISLE PATTERNS 


4 sts, 6 rows, 


Card 5 — A, Col, 1 - green, Col, 2- yellow. 
1 Pat, 
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Card 4 


.2- blue, 


. 1- white, Co 


Card 8 — A, Co 


white, Col, 2 - red, 


A. Col, 1- 
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= ? sts, 4 rows, 


1 Pat, 
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Col. 2 - grey. 
, 20 rows, 


12 sts 
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KNITTING — F — FAIR ISLE PATTERNS 


Card 11 —A, Col, 1 - grey, Col, 2 - red, Card 12—A, Col. 1- blue, Col. 2- white, 
| Pat. = 8 sts, 24 rows, . 1 Pat, = 12 sts, 24 rows, 
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Card 13 — A, Cal, 1- yellow, Col, 2 - green. Card 14—A. Col, 1- grey, Col. 2- green. 
|] Pat. = & sts, 8 rows, 1 Pat, = 24 sts, 12 rows, 


Card 15—A, Col, 1 - white, Col. 2- green, Card 16 — A, Cal. 1 - white, Col, 2 - red. 
1 Pat, = 12 sts, 24 rows, ] Pat. = 24 sts, 30 rows. 
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KNITTING — F — FAIR ISLE PATTERNS 


* Means repeat the instructions from this point, 


ard 17 —A, Col, 1- Glue, Col, 2 - red, 1-red, Col, 2- grey, 
i Pat. = 24 sts, 30 rows, 1 Pat, = 24 sts, 44 rows, 


Card 19 — A, Cal, 1 - white, Col, 2 -creen, Card 20 — A, Col. 1 - .2- yellow, 
1 Pst. = 24 sts, 24 rows, 1 aul - 24 sts, 5A rows, 


Card 1 —A, Col. 1- green, Col, 2- grey, Card 1 =A. Gel, Ts , Col, Bred, 
51, 3—brown, Col, 4- orange. VARIATION 3, 1 Pat, = 2 sts, 
VARIATION 2, 1 Pat. = 2 sts, 22 rows, Alter knitting pre-set row 50-7, 
* Knit 10 rows col. 2 in Feeder 2, set card release to @ and continue knitting, 
Knit 4 rows col, Sin Feeder 2, 


Knit 4 rows col, 4 in Feeder 2, 
Knit 4 rows cot, in Feeder 2. 
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KNITTING — F — FAIR ISLE PATTERNS 


* Means repeat the instructions fram this points 


, ; .2- green, 
Col, S-blue, Col, 4- red, 

VARIATION 1, 1 Pat, =4 sts, 6 rows, 

* Knit 2 rows col, 2 in Feeder ?, 

. 3in Feeder 2, 

41 in Feeder 2. 
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Card 2 — A, Col, 1- : ; a. 

VARIATION 3 1 Pat, = 4 sts, 8 rows, 

After knitting pre-set row 60 — 1, 

set card release to @, 

* Knit 4 rows col, 2 in Feeder 2, Set Carn Lever 
ie center Q, knit 4 rows col, 1 on. 


Card 5— B, Col, 1 - Col, 2 - brown, 
VARIATION 1, 1 Pat. = 4 sts, 8 rows, 

By inserting the card having B at RIGHT side 
bottom, the stripes are knitted in the opposite 
direction, 


Card 2 —A, Col, 1 - blue, Col. 2? - white, 
VARIATION 2, 1 Pat, = 4 sts, 

After knitting preset row 60 — 1, 

set card release to @ and continue knitting, 
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.2- green, 


.1- yellow, 
3- red, 
VARIATION 6. : Pat. = 4 sts, 3 rows, 
After knitting ore-set row 56 — 1, 
* Knit 4 rows col, ? in Fecder 2, 
Knit Arows col, 3 in Feeder Si 


.2- brown, 


. 1- yellow, 
, o- red, 
VARIATION 1. 1 Pat. = 3 sts, 18 rows, 
After knitting pre-set row 54 — 1, 
* Knit 10 rows col, 2 in Feeder ?, 

ral a] rows CO 3 In lise der 2, 


KNITTING — F — FAIR ISLE PATTERNS 


a 
La 


* Means repeat the instructions from this pein 


Col, 1 - white, Col, 2 - red, 


Co 


VARIATION 2. 1 Pat 


—A 


Card 10 
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VARIATIO 


Ajter knitting pre- 
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After knitting pre-set row 60 
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Knit 10 rows col, 3 in F 
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After knitting ore-set row 60 — 1, 


Card 10-—A 


* Knit 2 rows col. 7 in Feeder 2. 
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Knit 2 rows col. 3 in Feeder ?, 
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KNITTING — F — FAIR ISLE PATTERNS 


* Mieans repeat the instructions from this point, 


Card 11—A, Cal, 1 - grey, Col, 2 - green. Card 12 — A, Col, 1 - white., Col, 2 - red, 

VARIATION 4, 1 Pat. =8 sts, 48 rows. VARIATION 3. 1 Pat, = 12 sts, 12 rows, 

After knitling pre-set row 48 — 1, After knitting preset row 48 — 1, 

* Card release to W - knit 2 rows. * Knit to 12, turn card BACK to 48, 
eaalls release to @-- knit? rows, 
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Card 14 —A,. Col, 1- white, Col. 2 - brown, Card 14—A, Col. 1- pink, Col, 2+ brown. 
Col, 3- pink, VARIATION 2, 1 Pat, = 24 sts, 24 rows. 
VARIATION 1.1 Pat. = 6 sts, 8 rows, After knitting preset row 60 — 1, 
After knitting preset row 4 — 5, * Card release to W- knit 2 rows, 
* Knit 8 rows col, 2 in Feeder ?. ! Card release to @- knit 2 rows, 
Knit & rows col. se ae oe a 
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Card 14—A, Col. 1 - green, Col. 2- yellow, Card 14—A, Col, 1- green, Col, 2 - white, 
VARIATION 3. 1 Pat, = 24 sts, 6 rows, VARIATION 4, 1 Pat, = 24 sts, 24 rows, 
Atter knitting pre-set row 60 — 1, After knitting preset row 60 — 1, 
* Knit to 6 — turn card BACK to 60, * Card release to W - knit 4 rows, 

Card release to @ - knit 4 rows, 
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KNITTING — F — FAIR ISLE PATTERNS 


* Mieans repeat the instructions from this point 


white, 
20 rows, 


Cal, 1 blue, Col, 2 - 
e-set row 9 — 10, 


* Knit 10 rows, turn card UP to 40, 


VARIATION 2. 1 Pat, = 24 sts, 


Card 16—-—A 
After knitting pr 


VARIATION 1, 1 Pat, 12 sts, 34 rows, 
Card release ¥ - knit 12 rows, 


Card 15 — A, Col. 1 blue, Col, 2 - white, 
* Card release @ - knit 10 rows, 


t 10 rows, turn card UP to 10, 
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VARIATION 3. 1 Pat, 24 sts, 60 rows. 
After knitting pre-set row 60— 1, 


. 1-red, Co 


* Card release to ¥W~ - knit 2 rows, 
Card release to@ - knit 2 rows, 


Card 16 — A, Co 
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ACCESSORIES 
BACKSTITCH 
BINDING OFF 


BUTTONHOLES. 


CARRIAGE JAMMING 


CASTING OFF 


CHANGING A NEEDLE 


CORD 


DARTS . 


DECREASING 


DROPPED StilCHes. 
ERRORS 

FAIR ISLE PATTERNS 
FINISHING METHODS 
FRINGES 

GRAFTING 


HEMS 


HINTS 


INCREASING, 


JOINING YARN 
KNITTING STRIPES 


LACE PATTERNS 


GENERAL INDEX 


Big loops 
As decreasing 


smal 
Single 
Band 


Open edge 
Closed edge automatic 
Closed edge by hand 


Knitted 
Twisted 


In plain knitting and patterns 


One stitch 
Many stitches 
Fully fashioned 


simple double hem 
Picot hem 


Onc stitch 
Many stitches 
Fully fashioned 


110 
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GENERAL INDEX 


LATCH NEEDLE 

MAIN PARTS QF MACHINE 
MAINTENANCE OF MACHINE 
MATTRESS STITCH 


NECKLINES 


NEEDLE POSITIONS , 


POCKETS 


POM PONS 
PREPARATION OF YARNS 


INSERTING OF PATTERN CARDS 
REPACKING OF THE MACHINE 


RIBBINGS , 


ROW COUNTER 

SETTING UP THE MACHINE, 
SEWING UP HEMS 
SHOULDER SHAPINGS 


STEAMING 


STITCH PATTERNS 


TENSION AND STITCH SIZES 
TENSION SWATCH 
THREADING UP 
TRANSFERRING STITCHES 
UNPACKING THE MACHINE , 
UNRAVELLING 

YARN BRAKE 


YARN FEEDER. 


Vo neck in plain knitting 

V¥ neck in patterned 
garments 

Round neck {Method 1} 

Round neck (Method 2} 


In plain knitting 
In patterned garments 


1 by 1 Double Welt 
2 by 1 Double Welt 
3 by 1 Double Welt 


A fabric 
The welts 


Tuck Stitch Patterns 
Fair tsle 

Lace 

Slip Stitch Patterns 
Weav ing 
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